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Revision History 
 

Report No. Version Description Issued Date 

260400040SHA-001 Rev. 01 

This report is updated based on the 
original report(260100005SHA-001), 

add antenna. After evaluation, the RF 
Output Power, PSD, Transmitter 

Unwanted Emissions In The Out-Of-
Band Domain and Transmitter 

unwanted emissions in the spurious 
domain are required to be tested. 

May 14, 2026 
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Measurement result summary 
 

TEST ITEM TEST RESULT NOTE 

RF Output Power Pass  

Power Spectral Density Pass  

Duty Cycle, Tx-sequence, Tx-gap NA 
Only for non-adaptive 
equipment or mode 

Medium Utilization (MU) factor NA 
Only for non-adaptive 
equipment or mode 

Occupied Channel Bandwidth Pass 
refer to 

260100005SHA-001 

Transmitter unwanted emissions in the out-of-band 
domain 

Pass  

Transmitter unwanted emissions in the spurious 
domain 

Pass  

Adaptivity (non-FHSS) NA 
Not applied for equipment 

with e.i.r.p. less than 10dBm 

Receiver Blocking Pass 
refer to 

260100005SHA-001 

Receiver spurious emission Pass 
refer to 

260100005SHA-001 

Geo-location capability NA  

 
Notes: 1: NA =Not Applicable 
             2: Determination of the test conclusion is based on IEC Guide 115 in consideration of  
                  measurement uncertainty. 
             3: Additions, Deviations and Exclusions from Standards: None.  
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1 GENERAL INFORMATION 
 

1.1 Description of Equipment Under Test (EUT) 
 

Product name: WIFI &Bluetooth Module 

Type/Model: WF-M920T-USX1 

Description of EUT: 
The EUT is a WIFI &Bluetooth Module which supports WIFI and 
Bluetooth function, it has only one model.   

Rating: DC 3.0-3.6V 

Category of EUT: Class B  

EUT type:  Table top    Floor standing 

Software Version: MtkUsb 3.0.0.13 

Hardware Version: JUI7.820 

Sample received date:   April 1, 2026 

Date of test: 
  January 15, 2024 ~ March 10, 2024  
April 1, 2026 ~ May 12, 2026 

 

1.2 RF Technical Information 
 

No. Protocol 
Channel Frequency 

(MHz) 
Channel No. 

1 Bluetooth Low Energy 2402 - 2480 40 

Modulation:  GFSK 

 

Antenna information: 

No. Brand Antenna Type Model Gain (dBi) Note 

1 XGIMI Dipole Antenna 409-00260-001 1.59dBi External type 

2 XGIMI Dipole Antenna 409-00263-001 0.31dBi External type 
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Equipment types 

Modulation types: 

 
 Frequency Hopping Spread Spectrum (FHSS) equipment, further referred to as FHSS 
equipment. 

 
 Other types of Wideband Data Transmission equipment, further referred to as non-FHSS    
equipment (e.g. DSSS, OFDM, etc.). 

Adaptive and non-adaptive equipment: 

  Non-Adaptive Equipment: 

  Adaptive Equipment without the possibility to switch to a non-adaptive mode: 

  Adaptive Equipment which can also operate in non-adaptive mode 

Receiver categories: 

 
 Receiver category 1:  
 Adaptive equipment with a maximum RF output power greater than 10 dBm e.i.r.p.  

 

 Receiver category 2: 

• Non-adaptive equipment with a Medium Utilization (MU) factor greater than 1 % and less 
than or equal to 10 % (irrespective of the maximum RF output power); or 

• equipment (adaptive or non-adaptive) with a maximum RF output power greater than 0 
dBm e.i.r.p. and less than or equal to 10 dBm e.i.r.p. 

 

 Receiver category 3: 

• Non-adaptive equipment with a maximum Medium Utilization (MU) factor of 1 % 
(irrespective of the maximum RF output power) or  

• equipment (adaptive or non-adaptive) with a maximum RF output power of 0 dBm e.i.r.p. 

 

Channel Frequency Channel Frequency Channel Frequency 

0 2402 MHz 14 2430 MHz 28 2458 MHz 

1 2404 MHz 15 2432 MHz 29 2460 MHz 

2 2406 MHz 16 2434 MHz 30 2462 MHz 

3 2408 MHz 17 2436 MHz 31 2464 MHz 

4 2410 MHz 18 2438 MHz 32 2466 MHz 

5 2412 MHz 19 2440 MHz 33 2468 MHz 

6 2414 MHz 20 2442 MHz 34 2470 MHz 

7 2416 MHz 21 2444 MHz 35 2472 MHz 

8 2418 MHz 22 2446 MHz 36 2474 MHz 

9 2420 MHz 23 2448 MHz 37 2476 MHz 

10 2422 MHz 24 2450 MHz 38 2478 MHz 

11 2424 MHz 25 2452 MHz 39 2480 MHz 

12 2426 MHz 26 2454 MHz - - 

13 2428 MHz 27 2456 MHz - - 
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1.3 Description of Test Facility 
 

Name: Intertek Testing Services (Shanghai FTZ) Co., Ltd. 

Address: Building 86, No. 1198 Qinzhou Road(North), Shanghai 200233, P.R. China 

Telephone: 86 21 61278200 

Telefax: 86 21 54262353 

 

The test facility is 
recognized, 
certified, or 
accredited by these 
organizations: 

CNAS Accreditation Lab 
Registration No. CNAS L21189 

FCC Accredited Lab 
Designation Number: CN0175 

IC Registration Lab 
CAB identifier.: CN0014 

VCCI Registration Lab 
Registration No.: R-14243, G-10845, C-14723, T-12252 

A2LA Accreditation Lab 
Certificate Number: 3309.02 
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2 TEST SPECIFICATIONS 
 

2.1 Standards or specification 
 
EN 300 328 V2.2.2: Wideband transmission systems; Data transmission equipment operating in the 2,4 
GHz band; Harmonised Standard for access to radio spectrum 
 

 

2.2 Mode of operation during the test 
 
While testing transmitting mode of EUT, the continuously transmission was applied by following 
software. 

Software name Manufacturer Version Supplied by 

MT7961 QA - 0.0.2.39 Client 

    

 
The lowest, middle and highest channel were tested as representatives. 

Frequency Band 
(MHz) 

Modulation 
Lowest  

(L) 
(MHz) 

Middle  
(M) 

(MHz) 

Highest  
(H) 

(MHz) 

2400-2483.5 GFSK 2402 2440 2480 

 

Power Setting parameter 

Working Mode BLE 

Test Channel 2402MHz 2440MHz 2480MHz 

Power Setting default  default default 

 
 

2.3 Test peripherals used 
 

Item No Description Band and Model S/No 

1 Laptop computer DELL, 5480 NA 

2 RF cable / - 
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2.4 Record of normal and extreme test conditions 
 

Test Item 
Normal Temperature 

(°C) 
Relative Humidity 

(%) 

RF Output Power 

21 53 

Duty Cycle, Tx-sequence, Tx-gap 

Medium Utilization (MU) factor 

Occupied Channel Bandwidth 

Transmitter unwanted emissions in the  
out-of-band domain 

Hopping Frequency Separation, Accumulated 
Transmit time, Frequency Occupation and  

Hopping Sequence 

Adaptivity (non-FHSS) 

Receiver Blocking 

Transmitter unwanted emissions in the  
spurious domain 22 52 

Receiver spurious emission 

 

Extremes of the operating temperature range as declared by the manufacturer 

-10 °C to +70 °C 

 

Abbreviations 

NT Normal Temperature 

NV Normal Voltage 

LT Extreme Low Temperature 

LV Low Voltage 

HT Extreme High Temperature 

HV High Voltage 
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2.5 Instrument list 
 

Radiated Emission 

Used Equipment Manufacturer Type Internal no. Due date 

 Test Receiver R&S ESIB 26 EC 3045 2026-08-05 

 Test Receiver R&S ESR EC6501 2026-10-19 

 Bilog Antenna TESEQ CBL 6112B EC 6411 2026-09-27 

 TRILOG broadband Antenna Schwarzbeck VULB9168 EC 6402 2026-04-06 

 Pre-amplifier R&S AFS42-00101800-25-S-42 EC 5262 2026-11-06 

 Pre-amplifier Tonscend tap01018050 EC 6432-1 2026-12-09 

 Horn antenna Tonscend bha9120d EC 6432-2 2026-04-10 

 Semi-anechoic chamber Albatross project - EC 3048 2026-07-11 

RF test 

Used Equipment Manufacturer Type Internal no. Due date 

 PXA Signal Analyzer Keysight N9030A EC 5338 2026-05-25 

 PXA Signal Analyzer Keysight  N9030B EC 6530 2026-10-19 

 
Universal Radio  

Communication Tester 
R&S CMW500 EC5944 2027-03-11 

 Power sensor Agilent U2021XA EC 5338-1 2027-03-16 

 Vector Signal Generator Agilent N5182B EC 6172 2026-08-05 

 MXG Analog Signal Generator Agilent N5181A EC 6171 2026-08-05 

Additional instrument 

Used Equipment Manufacturer Type Internal no. Due date 

 Therom-Hygrograph Testo 175h1 EC 6640 2026-08-03 

 Pressure meter YM3 Shanghai Mengde EC 3320 2026-08-04 

 

Test software Manufacturer Version 

ES-K1 R&S V1.71 

ETSI Certification of Regulations Test Solution Keysight V1.01.42 
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2.6 Measurement Uncertainty 
 

Item No. Test Items 
Expanded Uncertainty 

(k=2) 

1 Radio frequency ± 0.84 × 10-7 

2 RF power, conducted ± 0.74 dB 

3 RF power, radiated ± 5.92 dB 

4 Maximum Frequency Deviation  ± 2.77 % 

5 Adjacent channel power ± 1.45 dB 

6 Spurious emissions of transmitter, conducted ± 2.89 dB 

7 Spurious emissions of receiver, conducted ± 2.80 dB 

8 Spurious emissions, radiated ± 5.93 dB 

9 Power Spectral Density, conducted ± 2.99 dB 

10 Occupied Channel Bandwidth ± 0.88 % 

11 Time ± 1.15 % 

12 Temperature ± 1 °C 

13 Humidity ± 5 % 

14 DC and low frequency voltages ± 1.3 % 
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3 RF output power  
 
Test   result: Pass 

 
 

3.1 Limit 
 

Mode 
Limit  

(mW) (dBm) 

Adaptive 100 20 

Non-adaptive 100 20 

Note: the limit for non-adaptive device is declared by the applicant. 

 
 

3.2 Block Diagram of Test Setup 
 

3.2.1 For conducted method 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Power Meter  
 

Fast power sensor                                                         

Temperature Chamber 
 
 
 

EUT 

Antenna connector  
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3.2.2 For radiated method 
 
Step one  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step two 
 
 
 
 
 
 
 
 
 
   
 
 
 
 
 
 
 
 
  

Horn Antenna  

Signal Generator 

   

Spectrum Analyzer 
Turntable 

1.5m 
height  
Supporting 

Horn Antenna  

AE 

Antenna mast 

Horn Antenna  
   

Spectrum Analyzer 
 

EUT 

Turntable 

1.5m 
height  
Supporting 
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Step three 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

3.3 Test Conditions and Test Method 
 
The measurements for RF output power shall be performed at both normal environmental conditions 
and at the extremes of the operating temperature range.  
 
In case of Adaptive equipment, the equipment shall be operated under its worst case configuration 
w.r.t. RF output power. In case of non-Adaptive equipment, the equipment shall be operated under its 
worst case configuration w.r.t. Medium Utilization factor. 
 
For FHSS equipment, the measurements shall be performed during normal operation (hopping) and the 
equipment is assumed to have no blacklisted frequencies (operating on all hopping frequencies). 
 
For non-FHSS equipment, the measurement shall be performed at the lowest, the middle, and the 
highest channel on which the equipment can operate. These frequencies shall be recorded. 
 

    For conducted method 

The EUT was connected to the power meter directly. Please refer to EN 300 328 Clause 5.4.2.2.1 for test 
method. 
 

   For radiated method 

The measurement was applied in a semi-anechoic chamber. Please refer to EN 300 328 Clause 5.4.2.2.2 
and for test method.  

Power Meter  
 

Fast power sensor                                                         

Temperature Chamber 
 
 
 

Test Fixture 
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3.4 Test Result 
 
Please refer to Appendix I 
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4 Power Spectral Density  
 
Test   result: Pass 

 

4.1 Limit 
 

The maximum Power Spectral Density for non-FHSS equipment is 10 dBm per MHz. 
 

4.2 Block Diagram of Test Setup 
 

4.2.1 For conducted method 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

4.2.2 For radiated method 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Spectrum Analyzer 
 

                                                                   
                                                                   RF input 

EUT 

Antenna connector  

AE 

Antenna mast 

Horn Antenna  
   

Spectrum Analyzer 

EUT 

Turntable 

1.5m 
height  
Supporting 
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4.3 Test Conditions and Test Method 
 
These measurements shall only be performed at normal test conditions. 
 
The measurement shall be repeated for the equipment being configured to operate at the lowest, the 
middle, and the highest frequency of the stated frequency range. These frequencies shall be recorded. 
 

    For conducted method 

The EUT was connected to the spectrum analyzer directly. Please refer to EN 300 328 Clause 5.4.3.2.1 
for test method.           
 

   For radiated method 

The measurement was applied in a semi-anechoic chamber. Please refer to EN 300 328 Clause 5.4.3.2.2 
for test method. 
 
 

4.4 Test Result 
 
Please refer to Appendix I 
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5 Duty Cycle, Tx-sequence, Tx-gap 
 
Test   result: NA 
 
 

5.1 Limit 
 

Mode 
Maximum Duty Cycle 

(%) 

Maximum  
Tx-sequence  

(ms) 

Minimum  
Tx-gap  

(ms) 

Non-adaptive 100 10 3.5 

Note: 1. The limit for maximum duty cycle is declared by the applicant. 
           2. This test is not applied to the device / mode with EIRP less than 10dBm. 

 
 

5.2 Block Diagram of Test Setup 
 

5.2.1 For conducted method 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Spectrum Analyzer 
 

                                                                   
                                                                 RF input 

EUT 

Antenna connector  
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5.2.2 For radiated method 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

5.3 Test Conditions and Test Method 
 
These measurements shall only be performed at normal test conditions. 
 
In case of Adaptive equipment, the equipment shall be operated under its worst case configuration 
w.r.t. RF output power.  
 
In case of non-Adaptive equipment, the equipment shall be operated under its worst case configuration 
w.r.t. Medium Utilization factor. 
 
For FHSS equipment, the measurements shall be performed during normal operation (hopping) and the 
equipment is assumed to have no blacklisted frequencies (operating on all hopping frequencies). 
 
For non-FHSS equipment, the measurement shall be performed at the lowest, the middle, and the 
highest channel on which the equipment can operate. These frequencies shall be recorded. 
 

    For conducted method 

The EUT was connected to the power meter directly. Please refer to EN 300 328 Clause 5.4.2.2.1 for test 
method. 
 

   For radiated method 

The measurement was applied in a semi-anechoic chamber. Please refer to EN 300 328 Clause 5.4.2.2.2 
and for test method.  

AE 

Antenna mast 

Horn Antenna  
   

Spectrum Analyzer 

EUT 

Turntable 

1.5m 
height  
Supporting 
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5.4 Test Result 

 

Maximum Duty Cycle 

Channel 
Observed value  

(%) 
Limit 
(%) 

Pass/Fail 

L  

100  M  

H  

 
 

Maximum Tx-sequence 

Channel 
Observed value  

(ms) 
Limit 
(ms) 

Pass/Fail 

L  

10  M  

H  

 
 

Minimum Tx-gap   

Channel 
Observed value  

(ms) 
Limit 
(ms) 

Pass/Fail 

L  

3.5  M  

H  
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6 Medium Utilisation (MU) factor  
 
Test   result: NA 
 
 

6.1 Limit 
 

Mode 
Maximum MU factor 

(%) 

Non-adaptive 10 

Note: this requirement does not apply for non-FHSS equipment with a maximum declared RF Output 
power level of less than 10 dBm e.i.r.p. or for non-FHSS equipment when operating in a mode where 
the RF Output power is less than 10 dBm e.i.r.p. 

 
 

6.2 Calculation Procedure  
 
MU factor = (RF output power / 100 mW) * Duty Cycle 
 
 

6.3 Test Result 
 

MU factor 

Channel 
Calculated value  

(%) 
Limit 
(%) 

Pass/Fail 

L  

≤ 10  M  

H  

 
 
  



 
Report No. 260400040SHA-001 

 

TEST REPORT 

TTRF300328-02_V2 ©  2018 Intertek Page 25 of 67  

 

 

7 Occupied Channel Bandwidth 
 
Test   result: Pass 
 
 

7.1 Limit 
 
    Occupied channel Bandwidth shall fall within the band 2400-2483.50MHz. 
    For non-adaptive non-FHSS equipment with e.i.r.p. greater than 10 dBm, the Occupied Channel 

Bandwidth shall be equal to or less than 20 MHz. 
 
 

7.2 Block Diagram of Test Setup 
 

7.2.1 For conducted method 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

Spectrum Analyzer 
 

                                                                    
                                                                  RF input 

EUT 

Antenna connector  
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7.2.2 For radiated method 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

7.3 Test Conditions and Test Method 
 
These measurements shall only be performed at normal test conditions. 
 
In case of conducted measurements on smart antenna systems (equipment with multiple transmit 
chains) measurements need only to be performed on one of the active transmit chains (antenna 
outputs). 
 
For FHSS equipment having overlapping channels, special software might be required to force the UUT 
to hop or transmit on a single Hopping Frequency. 
 
The measurement shall be performed only on the lowest and the highest frequency within the stated 
frequency range. The frequencies on which the tests were performed shall be recorded. 
 
If the equipment can operate with different Nominal Channel Bandwidths (e.g. 20 MHz and 40 MHz), 
then each channel bandwidth shall be tested separately. 
 

    For conducted method 

The EUT was connected to the spectrum analyzer directly. Please refer to EN 300 328 Clause 5.4.7.2.1 
for test method. 
 

   For radiated method 

The measurement was applied in a semi-anechoic chamber. Please refer to EN 300 328 Clause 5.4.7.2.2 
and for test method. 
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7.4 Test Result 
 
Please refer to Appendix I 
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8 Transmitter unwanted emissions in the out-of-band domain  

 
Test   result: Pass 
 

8.1 Limit 
 

 
 
 

8.2 Block Diagram of Test Setup 
 

8.2.1 For conducted method 
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8.2.2 For radiated method 
 

Step one  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step two 
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8.3 Test Conditions and Test Method 
 
These measurements shall only be performed at normal test conditions. 
 
For FHSS equipment, the measurements shall be performed during normal operation (hopping). 
 
For non-FHSS equipment, the measurement shall be performed at the lowest and the highest channel 
on which the equipment can operate. These operating channels shall be recorded. 
 
The equipment shall be configured to operate under its worst case situation with respect to output 
power. 
 
If the equipment can operate with different Nominal Channel Bandwidths (e.g. 20 MHz and 40 MHz), 
then each channel bandwidth shall be tested separately. 
 

    For conducted method 

The EUT was connected to the spectrum analyzer directly. Please refer to EN 300 328 Clause 5.4.8.2.1 
for test method. 
 

   For radiated method 

The measurement was applied in a semi-anechoic chamber. Please refer to EN 300 328 Clause 5.4.8.2.2 
for test method. 
 
 

8.4 Test Result 
 
Please refer to Appendix I 
  



 
Report No. 260400040SHA-001 

 

TEST REPORT 

TTRF300328-02_V2 ©  2018 Intertek Page 31 of 67  

 

 
9 Transmitter unwanted emissions in the spurious domain  
 

Test   result: Pass 
 
 

9.1 Limit 
 

Frequency range  
Maximum power, 

e.r.p. (≤1 GHz) 
e.i.r.p. (> 1 GHz) 

Bandwidth 

30 MHz to 47 MHz -36 dBm 100 kHz 

47MHz to 74MHz -54 dBm 100 kHz 

74 MHz to 87,5 MHz -36 dBm 100 kHz 

87,5 MHz to 118 MHz -54 dBm 100 kHz 

118 MHz to 174 MHz -36 dBm 100 kHz 

174 MHz to 230 MHz -54 dBm 100 kHz 

230 MHz to 470 MHz -36 dBm 100 kHz 

470 MHz to 694 MHz -54 dBm 100 kHz 

694 MHz to 1 GHz -36 dBm 100 kHz 

1 GHz to 12,75 GHz -30 dBm 1 MHz 

 
 

9.2 Block Diagram of Test Setup 
 

9.2.1 For conducted method 
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9.2.2 For radiated method 
 

Step one  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step two 
 
 
 
 
 
 
 
 
 
   
 
 
 
 
 
 
 
 
 
 
Note: for frequency lower than the 1GHz, the horn antennas among the two block diagrams above 
should be replaced with dipole antennas (or other antennas provided they can be referenced to a 
dipole).    
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9.3 Test Conditions and Test Method 
 
These measurements shall only be performed at normal test conditions. 
 
For FHSS equipment, the measurements may be performed when normal hopping is disabled. In this 
case measurements need to be performed when operating at the lowest and the highest hopping 
frequency. When this is not possible, the measurement shall be performed during normal operation 
(hopping). 
 
For non-FHSS equipment, the measurement shall be performed at the lowest and the highest channel 
on which the equipment can operate. These operating channels shall be recorded. 
 
The equipment shall be configured to operate under its worst case situation with respect to output 
power. 
 
If the equipment can operate with different Nominal Channel Bandwidths (e.g. 20 MHz and 40 MHz), 
then the equipment shall be configured to operate under its worst case situation with respect to 
spurious emissions. 
 

    For conducted method 

The EUT was connected to the spectrum analyzer directly. Please refer to EN 300 328 Clause 5.4.9.2.1 
for test method. 
 

   For radiated method 

The measurement was applied in a semi-anechoic chamber. Please refer to EN 300 328 Clause 5.4.9.2.2 
for test method. 
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9.4 Test Result 
All the modulations were pretested and the worst mode was chosen to do the test and the data was 
listed in the report. 
 
Above 1G 

1M 

Channel 
Frequency 

(MHz) 

Measured 
Level 
(dBm) 

Limit 
(dBm) 

Margin 
(dBm) 

Polarization Pass/Fail 

L 

4824 -45.1 -30.0 15.1 VERTICAL Pass 

7236 -42.2 -30.0 12.2 VERTICAL Pass 

9608 -39.8 -30.0 9.8 VERTICAL Pass 

4824 -46.2 -30.0 16.2 HORIZONTAL Pass 

7236 -43.1 -30.0 13.1 HORIZONTAL Pass 

9608 -40.6 -30.0 10.6 HORIZONTAL Pass 

H 

4944 -44.8 -30.0 14.8 VERTICAL Pass 

7416 -41.8 -30.0 11.8 VERTICAL Pass 

9920 -38.7 -30.0 8.7 VERTICAL Pass 

4944 -43.8 -30.0 13.8 HORIZONTAL Pass 

7416 -42.8 -30.0 12.8 HORIZONTAL Pass 

9920 -39.5 -30.0 9.5 HORIZONTAL Pass 
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10 Adaptivity (non-FHSS) 
 
Result: NA 

 
 

10.1 Limit 
 

 For non-FHSS equipment using DAA mechanism, please refer to EN 300 328 clause 4.3.2.6.2; 
 For Frame Based Equipment, please refer to EN 300 328 clause 4.3.2.6.3.2.2; 
 For Load Based Equipment, please refer to EN 300 328 clause 4.3.2.6.3.2.3; 
 For Short Control Signaling Transmissions, please refer to EN 300 328 clause 4.3.2.6.4 

 
 

Unwanted signal parameters 

Equipment Type  
Wanted signal mean power 

from companion device 
(dBm) 

Unwanted signal 
frequency 

(MHz) 

Unwanted CW 
signal power 

(dBm) 

DAA 
-30 

(see note 2) 
2395 or 2488,5  

(see note 1) 
-35 

(see note 2) 

NOTE 1: The highest frequency shall be used for testing operating channels within the range 2 400 MHz 
to 2 442 MHz, while the lowest frequency shall be used for testing operating channels within 
the range 2 442 MHz to 2 483,5 MHz.  

NOTE 2: The level specified is the level at the UUT receiver input assuming a 0 dBi antenna assembly 
gain. In case of conducted measurements, this level has to be corrected for the (in-band) 
antenna assembly gain (G). In case of radiated measurements, this level is equivalent to a 
power flux density in front of the UUT antenna. 

 

 

Equipment Type  
Wanted signal mean power 

from companion device  

Unwanted signal 
frequency 

(MHz) 

Unwanted CW 
signal power 

(dBm) 

LBT 
sufficient to maintain the 

link (see note 2) 
2395 or 2488,5  

(see note 1) 
-35 

(see note 3) 

NOTE 1: The highest frequency shall be used for testing operating channels within the range 2 400 MHz 
to 2 442 MHz, while the lowest frequency shall be used for testing operating channels within 
the range 2 442 MHz to 2 483,5 MHz.  

NOTE 2: A typical conducted value which can be used in most cases is -50 dBm/MHz. 
NOTE 3: The level specified is the level at the UUT receiver input assuming a 0 dBi antenna assembly 

gain. In case of conducted measurements, this level has to be corrected for the (in-band) 
antenna assembly gain (G). In case of radiated measurements, this level is equivalent to a 
power flux density in front of the UUT antenna. 
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10.2 Block Diagram of Test Setup 
 

10.2.1 For conducted method 
 

 
 

10.2.2   For radiated method 
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10.3 Test Conditions and Test Method 
 
These measurements shall only be performed at normal test conditions. 
 
When supported by the operating frequency range of the equipment, this test shall be performed on 
two operating (hopping) frequencies randomly selected from the operating frequencies used by the 
equipment. The first (lower) frequency shall be randomly selected within the range 2 400 MHz to 2 442 
MHz while the second (higher) frequency shall be randomly selected within the range 2 442 MHz to 2 
483,5 MHz. The equipment shall be in a normal operating (hopping) mode. In case of FHSS equipment, 
it shall be ensured that none of the test frequencies are blacklisted, otherwise another test frequency 
shall be selected. 
 
For equipment which can operate in an adaptive and a non-adaptive mode, it shall be verified that prior 
to the test, the equipment is operating in the adaptive mode. 
 
The equipment shall be configured in a mode that results in the longest Channel Occupancy Time. 
 

    For conducted method 

The EUT was connected to the spectrum analyzer directly. Please refer to EN 300 328 Clause 5.4.6.2.1 
for test method.           
 

   For radiated method 

The measurement was applied in a semi-anechoic chamber. Please refer to EN 300 328 Clause 5.4.6.2.2 
for test method. 
 
 

10.4 Test Result 
 
None 
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11 Receiver Blocking 
 

Result: Pass 
 
 

11.1 Limit 
 

Receiver Category 1 Equipment 

Wanted signal mean power 
from companion device (dBm) 

(see notes 1 and 4) 

Blocking Signal 
Frequency 

(MHz) 

Blocking Signal 
Power (dBm)  
(See note 4) 

Type of blocking 
signal 

(-133 dBm + 10 × log10(OCBW)) 
or -68 dBm whichever is less 

(see note 2) 

2 380 
2 504 

-34 CW 
(-139 dBm + 10 × log10(OCBW)) 
or -74 dBm whichever is less 

(see note 3) 

2 300 
2 330 
2 360 
2 524 
2 584 
2 674 

NOTE 1: OCBW is in Hz. 
NOTE 2: In case of radiated measurements using a companion device and the level of the wanted 

signal from the companion device cannot be determined, a relative test may be performed 
using a wanted signal up to Pmin + 26 dB where Pmin is the minimum level of wanted signal 
required to meet the minimum performance criteria as defined in clause 4.3.1.12.3 in the 
absence of any blocking signal. 

NOTE 3: In case of radiated measurements using a companion device and the level of the wanted 
signal from the companion device cannot be determined, a relative test may be performed 
using a wanted signal up to Pmin + 20 dB where Pmin is the minimum level of wanted signal 
required to meet the minimum performance criteria as defined in clause 4.3.1.12.3 in the 
absence of any blocking signal. 

NOTE 4: The level specified is the level at the UUT receiver input assuming a 0 dBi antenna assembly 
gain. In case of conducted measurements, this level has to be corrected for the (in-band) 
antenna assembly gain (G). In case of radiated measurements, this level is equivalent to a 
power flux density (PFD) in front of the UUT antenna with the UUT being 
configured/positioned as recorded in clause 5.4.3.2.2. 
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Receiver Category 2 Equipment 

Wanted signal mean power 
from companion device (dBm) 

(see notes 1 and 3) 

Blocking Signal 
Frequency 

(MHz) 

Blocking Signal 
Power (dBm)  
(See note 3) 

Type of blocking 
signal 

(-139 dBm + 10 × log10(OCBW) + 
10 dB) or (-74 dBm + 10 dB) 

whichever is less (see note 2) 

2 380 
2 504 
2 300 
2 584 

-34 CW 

NOTE 1: OCBW is in Hz. 
NOTE 2: In case of radiated measurements using a companion device and the level of the wanted 

signal from the companion device cannot be determined, a relative test may be performed 
using a wanted signal up to Pmin + 26 dB where Pmin is the minimum level of wanted signal 
required to meet the minimum performance criteria as defined in clause 4.3.1.12.3 in the 
absence of any blocking signal. 

NOTE 3: The level specified is the level at the UUT receiver input assuming a 0 dBi antenna assembly 
gain. In case of conducted measurements, this level has to be corrected for the (in-band) 
antenna assembly gain (G). In case of radiated measurements, this level is equivalent to a 
power flux density (PFD) in front of the UUT antenna with the UUT being 
configured/positioned as recorded in clause 5.4.3.2.2. 

 

Receiver Category 3 Equipment 

Wanted signal mean power 
from companion device (dBm) 

(see notes 1 and 3) 

Blocking Signal 
Frequency 

(MHz) 

Blocking Signal 
Power (dBm)  
(See note 3) 

Type of blocking 
signal 

(-139 dBm + 10 × log10(OCBW) + 
20 dB) or (-74 dBm + 20 dB) 

whichever is less (see note 2) 

2 380 
2 504 
2 300 
2 584 

-34 CW 

NOTE 1: OCBW is in Hz. 
NOTE 2: In case of radiated measurements using a companion device and the level of the wanted 

signal from the companion device cannot be determined, a relative test may be performed 
using a wanted signal up to Pmin + 30 dB where Pmin is the minimum level of wanted signal 
required to meet the minimum performance criteria as defined in clause 4.3.1.12.3 in the 
absence of any blocking signal. 

NOTE 3: The level specified is the level at the UUT receiver input assuming a 0 dBi antenna assembly 
gain. In case of conducted measurements, this level has to be corrected for the (in-band) 
antenna assembly gain (G). In case of radiated measurements, this level is equivalent to a 
power flux density (PFD) in front of the UUT antenna with the UUT being 
configured/positioned as recorded in clause 5.4.3.2.2. 
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11.2 Block Diagram of Test Setup 
 

11.2.1 For conducted method 
 

 
 

11.2.2   For radiated method 
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11.3 Test Conditions and Test Method 
 
These measurements shall only be performed at normal test conditions. 
 
For non-FHSS equipment, having more than one operating channel, the operating channels on which 
the testing has to be performed shall be selected as follows: 
 
• For testing blocking frequencies less than 2 400 MHz, the equipment shall operate on the lowest 

operating channel. 
 
• For testing blocking frequencies greater than 2 500 MHz, the equipment shall operate on the highest 

operating channel. 
 
Equipment which can change their operating channel automatically (adaptive channel allocation), and 
where this function cannot be disabled, shall be tested as a FHSS equipment. 
 
If the equipment can be configured to operate with different Nominal Channel Bandwidths (e.g. 20 MHz 
and 40 MHz) and different data rates, then the combination of the smallest channel bandwidth and the 
lowest data rate for this channel bandwidth which still allows the equipment to operate as intended 
shall be used. This mode of operation shall be aligned with the performance criteria defined in clause 
4.3.1.12.3 or clause 4.3.2.11.3 and shall be described in the test report. 
 

    For conducted method 

The EUT was connected to the spectrum analyzer directly. Please refer to EN 300 328 Clause 5.4.11.2.1 
for test method.           
 

   For radiated method 

The measurement was applied in a semi-anechoic chamber. Please refer to EN 300 328 Clause 
5.4.11.2.2 for test method. 
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11.4 Test Result 
1M 

Mode Channel 

Wanted Signal mean 
power from 

companion device 
(dBm) 

Blocking 
signal 
(MHz) 

Blocking 
signal 
power 
(dBm) 

PER [%] Pass/Fail 

BLE 

L -65.12 
2 380 
2 300 

-30.34 
2.6 

Pass 
1.8 

H -65.12 
2 504 
2 584 

-30.34 
3.5 

Pass 
1.3 

Note 1: OCBW is in Hz. 
Note 2: The Performance Criteria is based on the PER less than or equal to 10 %. 
Note 3: For the conducted measurements, the actual blocking signal power = blocking signal power + 

Antenna Gain 

 

2M 

Mode Channel 

Wanted Signal mean 
power from 

companion device 
(dBm) 

Blocking 
signal 
(MHz) 

Blocking 
signal 
power 
(dBm) 

PER [%] Pass/Fail 

BLE 

L -62.14 
2 380 
2 300 

-30.34 
1.9 

Pass 
2.7 

H -62.14 
2 504 
2 584 

-30.34 
2.6 

Pass 
1.6 

Note 1: OCBW is in Hz. 
Note 2: The Performance Criteria is based on the PER less than or equal to 10 %. 
Note 3: For the conducted measurements, the actual blocking signal power = blocking signal power + 

Antenna Gain 
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12 Receiver spurious emission  
 

Test result:  Pass 
 
 

12.1 Limit 
 

Frequency range  
Maximum power, 

e.r.p. (≤1 GHz) 
e.i.r.p. (> 1 GHz) 

Bandwidth 

30 MHz to 1 GHz -57 dBm 100 kHz 

1 GHz to 12,75 GHz -47 dBm 1 MHz 

 
 

12.2 Block Diagram of Test Setup 
 

12.2.1 For conducted method 
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12.2.2 For radiated method 
 

Step one  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Step two 
 
 
 
 
 
 
 
 
 
   
 
 
 
 
 
 
 
 
 
 
Note: for frequency lower than the 1GHz, the horn antennas among the two block diagrams above 
should be replaced with dipole antennas (or other antennas provided they can be referenced to a 
dipole).    
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12.3 Test Conditions and Test Method 
 
These measurements shall only be performed at normal test conditions. 
 
Testing shall be performed when the equipment is in a receive-only mode. 
 
For non-FHSS equipment, the measurement shall be performed at the lowest and the highest channel 
on which the equipment can operate. These frequencies shall be recorded. 
 
For FHSS equipment, the measurements may be performed when normal hopping is disabled. In this 
case measurements need to be performed when operating at the lowest and the highest hopping 
frequency. These frequencies shall be recorded. When disabling the normal hopping is not possible, the 
measurement shall be performed during normal operation (hopping). 
 

   For conducted method 

The EUT was connected to the spectrum analyzer directly. Please refer to EN 300 328 Clause 5.4.10.2.1 
for test procedure. 
 

   For radiated method 

The measurement was applied in a semi-anechoic chamber. Please refer to EN 300 328 Clause 
5.4.10.2.2 for test procedure. 
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12.4 Test protocol  
  All the modulations were pretested and the worst mode was chosen to do the test and the data was 
listed in the report. 
 

Channel  
Frequency 

(MHz) 
Measured Level 

(dBm) 
Limit 

(dBm) 
Polarization Pass/Fail 

L 
> 1GHz < 57.00 -47.00 HORIZONTAL Pass 

> 1GHz < 57.00 -47.00 VERTICAL Pass 

H 
> 1GHz < 57.00 -47.00 HORIZONTAL Pass 

> 1GHz < 57.00 -47.00 VERTICAL Pass 
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13 Geo-location capability 
 

Test   result: NA 
 
 

13.1 Applicability 
 

This requirement only applies to non-FHSS equipment with geo-location capability. 
 
 

13.2 Requirements 
 

The geographical location determined by the non-FHSS equipment shall not be accessible to the 
user in a way that would allow the user to alter it. 

 
 

13.3 Description 
 

This device doesn’t support this capability declared by the manufacturer. 
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Appendix I: Test Result and Graphs 
 

RF Output Power 
Test Result 

Test 
Condition 

Test 
Mode 

Antenna 
Frequency

[MHz] 
Burst Power 

[dBm] 
Gain 
[dBi] 

EIRP 
[dBm] 

EIRP  
Limit 
[dBm] 

Verdict 

LTNV BLE_1M Ant1 2402 4.98 1.59 6.57 20 PASS 
LTNV BLE_1M Ant1 2440 5.00 1.59 6.59 20 PASS 
LTNV BLE_1M Ant1 2480 5.47 1.59 7.06 20 PASS 
NTNV BLE_1M Ant1 2402 4.95 1.59 6.54 20 PASS 
NTNV BLE_1M Ant1 2440 4.99 1.59 6.58 20 PASS 
NTNV BLE_1M Ant1 2480 5.26 1.59 6.85 20 PASS 
HTNV BLE_1M Ant1 2402 4.92 1.59 6.51 20 PASS 
HTNV BLE_1M Ant1 2440 4.98 1.59 6.57 20 PASS 
HTNV BLE_1M Ant1 2480 5.27 1.59 6.86 20 PASS 
LTNV BLE_2M Ant1 2402 5.05 1.59 6.64 20 PASS 
LTNV BLE_2M Ant1 2440 5.21 1.59 6.80 20 PASS 
LTNV BLE_2M Ant1 2480 5.34 1.59 6.93 20 PASS 
NTNV BLE_2M Ant1 2402 5.05 1.59 6.64 20 PASS 
NTNV BLE_2M Ant1 2440 5.00 1.59 6.59 20 PASS 
NTNV BLE_2M Ant1 2480 5.34 1.59 6.93 20 PASS 
HTNV BLE_2M Ant1 2402 5.06 1.59 6.65 20 PASS 
HTNV BLE_2M Ant1 2440 5.20 1.59 6.79 20 PASS 
HTNV BLE_2M Ant1 2480 5.34 1.59 6.93 20 PASS 
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Test Graphs 

 
LTNV-BLE_1M-Ant1-2402-PASS 

 
LTNV-BLE_1M-Ant1-2440-PASS 

 
LTNV-BLE_1M-Ant1-2480-PASS 
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NTNV-BLE_1M-Ant1-2402-PASS 

 
NTNV-BLE_1M-Ant1-2440-PASS 

 
NTNV-BLE_1M-Ant1-2480-PASS 
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HTNV-BLE_1M-Ant1-2402-PASS 

 
HTNV-BLE_1M-Ant1-2440-PASS 

 
HTNV-BLE_1M-Ant1-2480-PASS 
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LTNV-BLE_2M-Ant1-2402-PASS 

 
LTNV-BLE_2M-Ant1-2440-PASS 

 
LTNV-BLE_2M-Ant1-2480-PASS 
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NTNV-BLE_2M-Ant1-2402-PASS 

 
NTNV-BLE_2M-Ant1-2440-PASS 

 
NTNV-BLE_2M-Ant1-2480-PASS 
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HTNV-BLE_2M-Ant1-2402-PASS 

 
HTNV-BLE_2M-Ant1-2440-PASS 

 
HTNV-BLE_2M-Ant1-2480-PASS 
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Power Spectral Density  
Test Result 

TestMode Antenna Frequency[MHz] EIRP PSD[dBm/MHz] Limit[dBm/MHz] Verdict 

BLE_1M Ant1 2402 6.47 10 PASS 
BLE_1M Ant1 2440 6.51 10 PASS 
BLE_1M Ant1 2480 6.78 10 PASS 
BLE_2M Ant1 2402 5.41 10 PASS 
BLE_2M Ant1 2440 5.36 10 PASS 
BLE_2M Ant1 2480 5.70 10 PASS 
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Test Graphs 

 
BLE_1M-Ant1-2402-PASS 

 
BLE_1M-Ant1-2440-PASS 

 
BLE_1M-Ant1-2480-PASS 
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BLE_2M-Ant1-2402-PASS 

 
BLE_2M-Ant1-2440-PASS 

 
BLE_2M-Ant1-2480-PASS 
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Occupied Channel Bandwidth  
Test Result 

Test 
Mode 

Antenna Frequency[MHz] OCB[MHz] FL[MHz] FH[MHz] Limit[MHz] Verdict 

BLE_1M Ant1 2402 1.0510 2401.4825 2402.5335 2400 to 2483.5 PASS 
BLE_1M Ant1 2440 1.0510 2439.4821 2440.5331 2400 to 2483.5 PASS 
BLE_1M Ant1 2480 1.0523 2479.4816 2480.5339 2400 to 2483.5 PASS 
BLE_2M Ant1 2402 2.0871 2400.9652 2403.0523 2400 to 2483.5 PASS 
BLE_2M Ant1 2440 2.0855 2438.9656 2441.0511 2400 to 2483.5 PASS 
BLE_2M Ant1 2480 2.0880 2478.9651 2481.0531 2400 to 2483.5 PASS 
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Test Graphs 

 
BLE_1M-Ant1-2402-PASS 

 
BLE_1M-Ant1-2440-PASS 

 
BLE_1M-Ant1-2480-PASS 
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BLE_2M-Ant1-2402-PASS 

 
BLE_2M-Ant1-2440-PASS 
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Transmitter Unwanted Emissions In The Out-Of-BandDomain  
Test Result 

TestMode Antenna Frequency[MHz] Freq. [MHz] Level[dBm] Limit[dBm] Verdict 

BLE_1M Ant1 2402 2398.4006 -51.76 -20.00 PASS 
BLE_1M Ant1 2402 2398.4503 -51.72 -20.00 PASS 
BLE_1M Ant1 2402 2399.4503 -49.21 -10.00 PASS 
BLE_1M Ant1 2402 2399.5 -48.95 -10.00 PASS 
BLE_1M Ant1 2402 2484 -58.29 -10.00 PASS 
BLE_1M Ant1 2402 2484.0497 -58.30 -10.00 PASS 
BLE_1M Ant1 2402 2485.0497 -58.33 -20.00 PASS 
BLE_1M Ant1 2402 2485.0994 -58.29 -20.00 PASS 
BLE_1M Ant1 2480 2398.398 -58.57 -20.00 PASS 
BLE_1M Ant1 2480 2398.449 -58.55 -20.00 PASS 
BLE_1M Ant1 2480 2399.449 -58.45 -10.00 PASS 
BLE_1M Ant1 2480 2399.5 -58.41 -10.00 PASS 
BLE_1M Ant1 2480 2484 -55.68 -10.00 PASS 
BLE_1M Ant1 2480 2484.051 -55.58 -10.00 PASS 
BLE_1M Ant1 2480 2485.051 -56.57 -20.00 PASS 
BLE_1M Ant1 2480 2485.102 -56.61 -20.00 PASS 
BLE_2M Ant1 2402 2396.3334 -54.60 -20.00 PASS 
BLE_2M Ant1 2402 2396.4167 -54.42 -20.00 PASS 
BLE_2M Ant1 2402 2397.4167 -53.07 -20.00 PASS 
BLE_2M Ant1 2402 2398.4167 -50.27 -10.00 PASS 
BLE_2M Ant1 2402 2398.5 -50.07 -10.00 PASS 
BLE_2M Ant1 2402 2399.5 -31.15 -10.00 PASS 
BLE_2M Ant1 2402 2484 -58.28 -10.00 PASS 
BLE_2M Ant1 2402 2485 -58.29 -10.00 PASS 
BLE_2M Ant1 2402 2485.0833 -58.32 -10.00 PASS 
BLE_2M Ant1 2402 2486.0833 -58.30 -20.00 PASS 
BLE_2M Ant1 2402 2487.0833 -58.30 -20.00 PASS 
BLE_2M Ant1 2402 2487.1666 -58.30 -20.00 PASS 
BLE_2M Ant1 2480 2396.3284 -58.54 -20.00 PASS 
BLE_2M Ant1 2480 2396.4142 -58.54 -20.00 PASS 
BLE_2M Ant1 2480 2397.4142 -58.54 -20.00 PASS 
BLE_2M Ant1 2480 2398.4142 -58.55 -10.00 PASS 
BLE_2M Ant1 2480 2398.5 -58.54 -10.00 PASS 
BLE_2M Ant1 2480 2399.5 -58.44 -10.00 PASS 
BLE_2M Ant1 2480 2484 -54.65 -10.00 PASS 
BLE_2M Ant1 2480 2485 -55.73 -10.00 PASS 
BLE_2M Ant1 2480 2485.0858 -55.73 -10.00 PASS 
BLE_2M Ant1 2480 2486.0858 -56.58 -20.00 PASS 
BLE_2M Ant1 2480 2487.0858 -56.46 -20.00 PASS 
BLE_2M Ant1 2480 2487.1716 -56.50 -20.00 PASS 
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Test Graphs 
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BLE_1M-Ant1-2402-PASS 

 
BLE_1M-Ant1-2480-PASS 
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BLE_1M-Ant1-2480-PASS 

 
BLE_2M-Ant1-2402-PASS 
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BLE_2M-Ant1-2480-PASS 

 
BLE_2M-Ant1-2480-PASS 
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Appendix II: Photograph of equipment under test 
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