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TEST REPORT

EN 18031-1:2024

Common security requirements for radio equipment - 

Part 1: Internet connected radio equipment

Report No. .....................................: DDT-RE25111708-1F01

Tested by ( + signature) ........…….: Aston Xie

Approved by (+ signature)..........…: Hami Zeng
$!CeMetaLims!digital$

Date of issue..................................: 2026/01/28

Total number of pages...................: 43

Testing Laboratory.........................: Guangdong Dongdian Testing Service Co., Ltd.

Testing location/Address ...............: Unit 2,Building 1,No.17,Zongbu 2nd Road, Songshan Lake Park, 

Dongguan,Guangdong, China, 523808 

Applicant ........................................: XGIMI Technology Co., Ltd.

Address..........................................: Building No.4, Zone A, No.1129, Shijicheng Road, Chengdu High-

tech Zone, Sichuan Pilot Free Trade Zone, China.

Manufacturer..................................: XGIMI Technology Co., Ltd.

Address..........................................: Building No.4, Zone A, No.1129, Shijicheng Road, Chengdu High-

tech Zone, Sichuan Pilot Free Trade Zone, China.

Test specification:

Standards ......................................: EN 18031-1:2024

Model differences:

Models XR06B, XR03B, XR08B, XR03E, XR04E, XR06E, XR07E, XR08E, XR09E, XR08G, XR09G, 

XR10G, XR06H, XR07H, and XR08H adopt the same cyber security mechanism. The differences lie in 

the Wi-Fi modules, Bluetooth modules, firmware versions, hardware versions and interfaces of different 

models. However, these differences do not affect the evaluation and test results of Article 3.3 of the EU 

RED. Therefore, the test was conducted on the main test model of the Projector, XR06B.

We Declare:

The equipment described above is tested by Guangdong Dongdian Testing Service Co., Ltd. and in the 

configuration tested the equipment complied with the standards specified above. The test results are 

contained in this test report and Guangdong Dongdian Testing Service Co., Ltd. is assumed of full 

responsibility for the accuracy and completeness of these tests.

Test item description......................: Projector

Trade Mark(s) ................................: N/A
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Model/Type reference....................: XR06B, XR03B, XR08B, XR03E, XR04E, XR06E, XR07E, 

XR08E, XR09E, XR08G, XR09G, XR10G, XR06H, XR07H, 

XR08H

Human user interfaces...................: Buttons, LEDs, IR/BT remote control, On-screen display (OSD) 

menu

Communication interfaces .............: Wi-Fi, Bluetooth, Ethernet (LAN), RS-232 (serial control)

Local interfaces..............................: AC IN, SERVICE, USB 2.0, USB 3.0, REMOTE, AUDIO, RS232 

IN, HDMI1/eARC, HDMI2, LAN, OPTICAL

Android IoT app versions...............: N/A

iOS IoT app versions .....................: N/A

Firmware/software versions ..........: V2.0.8

Hardware versions.........................: 11-000109-001

Possible test case verdicts: 

- test case was not evaluated ........: N/A

- test object meets the requirement: P (Pass) 

- test object does not meet the 

requirement....................................:
F (Fail) 

Testing:

Date of receipt of test item.............: 2025-12-09

Start date of performance of tests .: 2025-12-09

Completion date of performance of 

tests ...............................................:

2025-01-23

Summary of testing:

The equipment evaluation is carried out based on the relevant documents and samples provided by the 

manufacturer.

This product has been evaluated and tested in accordance with the requirements of Standard EN 18031 

- 1:2024. The results are as follows:

Pass: 22

Fail: 0

N/A: 11

The evaluation and testing of this product meet the requirements of RED 3.3 (d). It can protect the security 

assets and network assets from common cybersecurity threats and will not be exploited by security 

vulnerabilities that are publicly known.

The evaluation results are limited to the samples under test.
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Product information:

Copy of the marking plate(Label):

The artwork below may be only a draft. The use of certification marks on a product must be authorized 

by the respective NCBs that own these marks.

Picture of the product:

Test Sample SN: XZD9R169ZYXX
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1. Summary of test results

No. Test items Verdict

1 [ACM] Access control mechanism

1.1 [ACM-1] Applicability of access control mechanisms Pass

1.2 [ACM-2] Appropriate access control mechanisms Pass

2 [AUM] Authentication mechanism

2.1 [AUM-1] Applicability of authentication mechanisms

2.1.1 [AUM-1-1] Requirement network interface Pass

2.1.2 [AUM-1-2] Requirement user interface N/A

2.2 [AUM-2] Appropriate authentication mechanisms Pass

2.3 [AUM-3] Authenticator validation Pass

2.4 [AUM-4] Changing authenticators Pass

2.5 [AUM-5] Password strength

2.5.1 [AUM-5-1] Requirement for factory default passwords N/A

2.5.2 [AUM-5-2] Requirement for non-factory default passwords N/A

2.6 [AUM-6] Brute force protection Pass

3 [SUM] Secure update mechanism

3.1 [SUM-1] Applicability of update mechanisms Pass

3.2 [SUM-2] Secure updates Pass

3.3 [SUM-3] Automated updates Pass

4 [SSM] Secure storage mechanism

4.1 [SSM-1] Applicability of secure storage mechanisms N/A
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No. Test items Verdict

4.2 [SSM-2] Appropriate integrity protection for secure storage mechanisms N/A

4.3
[SSM-3] Appropriate confidentiality protection for secure storage 

mechanisms
N/A

5 [SCM] Secure communication mechanism

5.1 [SCM-1] Applicability of secure communication mechanisms Pass

5.2
[SCM-2] Appropriate integrity and authenticity protection for secure 

communication mechanisms
Pass

5.3
[SCM-3] Appropriate confidentiality protection for secure communication 

mechanisms
Pass

5.4
[SCM-4] Appropriate replay protection for secure communication 

mechanisms
Pass

6 [RLM] Resilience mechanism

6.1 [RLM-1] Applicability and appropriateness of resilience mechanisms Pass

7 [NMM] Network monitoring mechanism

7.1
[NMM-1] Applicability and appropriateness of network monitoring 

mechanisms
N/A

8 [TCM] Traffic control mechanism

8.1 [TCM-1] Applicability of and appropriate traffic control mechanisms N/A

9 [CCK] Confidential cryptographic keys

9.1 [CCK-1] Appropriate CCKs Pass

9.2 [CCK-2] CCK generation mechanisms Pass

9.3 [CCK-3] Preventing static default values for preinstalled CCKs N/A

10 [GEC] General equipment capabilities

10.1
[GEC-1] Up-to-date software and hardware with no publicly known 

exploitable vulnerabilities
Pass
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No. Test items Verdict

10.2 [GEC-2] Limit exposure of services via related network interfaces Pass

10.3
[GEC-3] Configuration of optional services and the related exposed 

network interfaces
Pass

10.4
[GEC-4] Documentation of exposed network interfaces and exposed 

services via network interfaces
N/A

10.5 [GEC-5] No unnecessary external interfaces Pass

10.6 [GEC-6] Input validation Pass

11 [CRY] Cryptography

11.1 [CRY-1] Best practice cryptography N/A

2. Test environment

2.1Test software and hardware items

Hardware environment

No.

Name/Model Configuration 
(CPU/RAM/HDD)

Software environment

1 Lenovo Laptop/ Xiaoxin 
Pro16/ DDT-ZC04156

CPU main frequency:2.50GHz

RAM:16GB

HDD:512GB

1. Windows 11 Professional Edition/ Client 
Operating System;

2. VMware Workstation Pro 17/ Virtual 
Machine;

3. Kali Linux v2024.3/ Penetration testing 
tool;

4. Wireshark 4.2.4/ packet capture tool;

5. Zenmap 7.95 / port scanning tool;

6. Hping3 / network analysis tool;

7. binwalk v2.4.3 / tool for firmware 
reverse engineering and data analysis;

8. Btscanner 2.0/ Bluetooth scanning tool;

9. blueman-manager 2.4.3/ Bluetooth  
management tool;

10. bluetoothctl 5.79/ An interactive 
command-line tool for controlling 
Bluetooth devices;

11. Wireless Protocol Suite 2.50/ 
Bluetooth protocol analysis tool;
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12. sslscan 2.1.5 / A command-line tool 
used to scan and test the SSL/TLS 
security configurations of network 
services;

13. Nessus 10.8.3/ Vulnerability Scanning 
Tool.

14. OKScan 2.0.327 (Vulnerability 
Database Version: 2.0.327.11301708)/ 
vulnerability scanning tool.

Network environment: The Internet.

3. Common security requirements for radio equipment

3.1 [ACM] Access control mechanism

3.1.1 [ACM-1] Applicability of access control mechanisms

Identifier

[ACM-1]-S01

[E.Info.ACM-1.SecurityAsset]:

SecurityAsset-1.1: HTTPS certificate

SecurityAsset-1.2: Wi-Fi password

SecurityAsset-1.3: The AES-CCM-128 encryption key used in the Bluetooth 5.2 protocol is 

generated through negotiation during the first pairing process and then stored in the device's flash 

memory.

SecurityAsset-1.4: Public Key for OTA Signature Verification

Decision node Decision

[E.Info.DT.ACM-1]

Justification

[E.Just.DT.ACM-1]

DT.ACM-1.DN-2 Yes

(√)

No [E.Info.ACM-1.SecurityAsset.Access]:

The asset is stored inside the device, protected by its outer casing, with no 

interface available for accessing the asset.

[E.Info.ACM-1.SecurityAsset.Environment]:

The asset is stored inside the device, protected by its outer casing, with no 

interface available for accessing the asset.

Assignment of 

verdict:

N/A

Identifier

[ACM-1]-S02

[E.Info.ACM-1.SecurityAsset]:

SecurityAsset-2.1: The DUT connects to the server via Wi-Fi.

SecurityAsset-2.2: The DUT connects to the server via Ethernet.

SecurityAsset-2.3: Perform over-the-air (OTA) firmware updates for devices via the OTA server.

Decision node Decision

[E.Info.DT.ACM-1]

Justification

[E.Just.DT.ACM-1]

DT.ACM-1.DN-4 Yes

(√)

No [E.Info.ACM-1.SecurityAsset.Access]:

Communication is implemented via a secure HTTPS channel based on the 

OpenSSL 3.0.15 library. The DUT and the server establish a secure 

connection using the TLS protocol (TLS 1.3 supported), negotiating 

cryptographic parameters during the handshake. Certificate-based identity 

verification and key exchange mechanisms are employed to establish an 



Guangdong Dongdian Testing Service Co., Ltd.                Report No.: DDT-RE25111708-1F01

TRF No.: RT-4-F-007                                                                  Ver.1.0Page 9 of 43 

encrypted connection for authentication.

[E.Info.ACM-1.SecurityAsset.ACM]:

Communication is implemented via a secure HTTPS channel based on the 

OpenSSL 3.0.15 library. The DUT and the server establish a secure 

connection using the TLS protocol (TLS 1.3 supported), negotiating 

cryptographic parameters during the handshake. Certificate-based identity 

verification and key exchange mechanisms are employed to establish an 

encrypted connection for authentication.

Assignment of 

verdict:

Pass

Identifier

[ACM-1]-S03

[E.Info.ACM-1.SecurityAsset]:

SecurityAsset-3.1: Bluetooth pairing code.

Decision node Decision

[E.Info.DT.ACM-1]

Justification

[E.Just.DT.ACM-1]

DT.ACM-1.DN-2 Yes

(√)

No [E.Info.ACM-1.SecurityAsset.Access]

The device adopts authentication-based access control measures to restrict 

the acquisition and use of the Bluetooth pairing code to authorized entities 

only. The user shall manually confirm the pairing code displayed on the 

device screen, and input the same code on the paired terminal to complete 

the access authorization.

[E.Info.ACM-1.SecurityAsset.Environment]

In the equipment’s targeted operational environment, the Bluetooth pairing 

code is not transmitted in plaintext and is only displayed locally on the device 

screen for a limited time. Unauthorized entities cannot obtain the pairing 

code through non-physical contact or eavesdropping, thus ensuring the 

confidentiality of the security asset in the deployment environment.

Assignment of 

verdict:

N/A

Identifier

[ACM-1]-S04

[E.Info.ACM-1.SecurityAsset]:

SecurityAsset-4.1: Reset the Device.

SecurityAsset-4.2: Local Upgrade via USB.

Decision node Decision

[E.Info.DT.ACM-1]

Justification

[E.Just.DT.ACM-1]

DT.ACM-1.DN-2 Yes

(√)

No [E.Info.ACM-1.SecurityAsset.Access]:

Physical access to the DUT itself is required to access this asset.

[E.Info.ACM-1.SecurityAsset.Environment]:

Physical access to the DUT itself is required to access this asset.

Assignment of 

verdict:

N/A

Identifier

[ACM-1]-N01

[E.Info.ACM-1.NetworkAsset]:

NetworkAsset-1.1: Bluetooth Connection Function

NetworkAsset-1.2: Wi-Fi Connection Function

NetworkAsset-1.3: WLAN Wireless Client Function
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Decision node Decision

[E.Info.DT.ACM-1]

Justification

[E.Just.DT.ACM-1]

DT.ACM-1.DN-2 Yes

(√)

No [E.Info.ACM-1.NetworkAsset.Access]:

Physical access to the DUT itself is required to access this asset.

[E.Info.ACM-1.NetworkAsset.Environment]:

Physical access to the DUT itself is required to access this asset.

Assignment of 

verdict:

N/A

Identifier

[ACM-1]-N02

[E.Info.ACM-1.NetworkAsset]:

NetworkAsset-2.1: IP address/MAC address

Decision node Decision

[E.Info.DT.ACM-1]

Justification

[E.Just.DT.ACM-1]

DT.ACM-1.DN-1 Yes

(√)

No [E.Info.ACM-1.NetworkAsset.Access]: 

The asset can be viewed on the device's network configuration page.

[E.Info.ACM-1.NetworkAsset.PublicAccess]: 

The asset can be viewed on the device's network configuration page.

Assignment of 

verdict:

N/A

Identifier

[ACM-1]-N03

[E.Info.ACM-1.NetworkAsset]:

NetworkAsset-3.1: The device can create its own hotspot, allowing mobile phones to connect and 

access the internet.

Decision node Decision

[E.Info.DT.ACM-1]

Justification

[E.Just.DT.ACM-1]

DT.ACM-1.DN-2 Yes

(√)

No [E.Info.ACM-1.NetworkAsset.Access]: 

The device adopts credential-based access control measures to restrict the 

connection to the built-in AP hotspot to authorized entities only. The AP 

hotspot is disabled by default at factory settings and must be manually 

enabled by the user on the device before use. The user shall manually 

obtain the AP hotspot SSID and access password displayed locally on the 

device, and input the correct password on the client terminal to complete 

the network access authentication. Unauthorized entities without valid 

credentials cannot establish a connection to the AP hotspot.

[E.Info.ACM-1.NetworkAsset.Environment]: 

In the equipment’s targeted operational environment, the AP hotspot’s 

access password is not transmitted in plaintext during the authentication 

process. The SSID and password are only displayed locally on the device 

for a limited time. The data transmitted through the AP hotspot is encrypted 

via the WPA3 protocol, preventing unauthorized eavesdropping or 

tampering of data in the wireless environment.

Assignment of 

verdict:

N/A

Identifier

[ACM-1]-N04

[E.Info.ACM-1.NetworkAsset]:

NetworkAsset-4.1: RS232 Physical Interface
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Decision node Decision

[E.Info.DT.ACM-1]

Justification

[E.Just.DT.ACM-1]

DT.ACM-1.DN-2 Yes

(√)

No [E.Info.ACM-1.NetworkAsset.Access]: 

The device restricts the access permission of the RS232 physical interface 

to authorized maintenance personnel only. The operator shall obtain valid 

operation authorization and use dedicated serial communication equipment 

to connect to the RS232 interface for local debugging, configuration 

modification, and log export. Unauthorized personnel cannot access the 

interface due to physical isolation and authorization management.

[E.Info.ACM-1.NetworkAsset.Environment]: 

The RS232 interface is typically used for short-distance serial 

communication between two devices (such as computers and modems, or 

industrial controllers and peripherals), transmitting data in a single-ended 

manner with relatively limited transmission distance and noise immunity. 

Physical access via wiring or connectors is required to enable its signal 

transmission and device control functions.

Assignment of 

verdict:

N/A

Identifier

[ACM-1]-N05

[E.Info.ACM-1.NetworkAsset]:

NetworkAsset-5.1: Paired Devices Access Rights

NetworkAsset-5.2: Saved Wi-Fi Networks

NetworkAsset-5.3: Network configuration parameters

Decision node Decision

[E.Info.DT.ACM-1]

Justification

[E.Just.DT.ACM-1]

DT.ACM-1.DN-2 Yes

(√)

No [E.Info.ACM-1.NetworkAsset.Access]:

Physical contact with the device is required to access this asset.

[E.Info.ACM-1.NetworkAsset.Environment]:

Physical contact with the device is required to access this asset.

Assignment of 

verdict:

N/A

3.1.2 [ACM-2] Appropriate access control mechanisms

Identifier

[ACM-2]-01

[E.Info.ACM-2.SecurityAsset]:

SecurityAsset-2.1: The DUT connects to the server via Wi-Fi.

SecurityAsset-2.2: The DUT connects to the server via Ethernet.

SecurityAsset-2.3: Perform over-the-air (OTA) firmware updates for devices via the OTA server.

Decision node Decision

[E.Info.DT.ACM-2]

Justification

[E.Just.DT.ACM-2]

DT.ACM-2.DN-1 Yes

(√)

No [E.Info.ACM-2.SecurityAsset.ACM]:

[IC/ACM-2.MAC]

Communication is implemented via a secure HTTPS channel based on the 

OpenSSL 3.0.15 library. The DUT and the server establish a secure 

connection using the TLS protocol (TLS 1.3 supported), negotiating 

cryptographic parameters during the handshake. Certificate-based identity 
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verification and key exchange mechanisms are employed to establish an 

encrypted connection for authentication.

Assignment of 

verdict:

Pass

3.2 [AUM] Authentication mechanism

3.2.1 [AUM-1] Applicability of authentication mechanisms

3.2.1.1 [AUM-1-1] Requirement network interface

Identifier

[AUM-1-1]-01

[E.Info.AUM-1-1.ACM]:

Communication is implemented via a secure HTTPS channel based on the OpenSSL 3.0.15 library. 

The DUT and the server establish a secure connection using the TLS protocol (TLS 1.3 supported), 

negotiating cryptographic parameters during the handshake. Certificate-based identity verification 

and key exchange mechanisms are employed to establish an encrypted connection for 

authentication.

Decision node Decision

[E.Info.DT.AUM-1-1]

Justification

[E.Just.DT.AUM-1-1]

DT.AUM-1-1.DN-3 Yes

(√)

No [E.Info.AUM-1-1.ACM.NetworkInterface]:

IF-1: Connect to the Internet via Wi-Fi.

IF-2: Connect to the Internet via Ethernet.

[E.Info.AUM-1-1.ACM.ManagedAccessNetworkAsset]:

/

[E.Info.AUM-1-1.ACM.ManagedAccessSecurityAsset]:

SecurityAsset-2.3: Perform over-the-air (OTA) firmware updates for devices 

via the OTA server. 

[E.Info.AUM-1-1.ACM.AuthenticationMechanism]:

Communication is implemented via a secure HTTPS channel based on the 

OpenSSL 3.0.15 library. The DUT and the server establish a secure 

connection using the TLS protocol (TLS 1.3 supported), negotiating 

cryptographic parameters during the handshake. Certificate-based identity 

verification and key exchange mechanisms are employed to establish an 

encrypted connection for authentication.

Assignment of 

verdict:

Pass

3.2.1.2 [AUM-1-2] Requirement user interface

Identifier

[AUM-1-2]-01

/

Decision node Decision

[E.Info.DT.AUM-1-2]

Justification

[E.Just.DT.AUM-1-2]

/ / / /

Assignment of 

verdict:

N/A

The user interface of the device has no access control mechanism.
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3.2.2 [AUM-2] Appropriate authentication mechanisms

Identifier

[AUM-2]-01

[E.Info.AUM-2-1.AuthenticationMechanism]:

AUM-1-1: Communication is implemented via a secure HTTPS channel based on the OpenSSL 

3.0.15 library. The DUT and the server establish a secure connection using the TLS protocol (TLS 

1.3 supported), negotiating cryptographic parameters during the handshake. Certificate-based 

identity verification and key exchange mechanisms are employed to establish an encrypted 

connection for authentication.

Decision node Decision

[E.Info.DT.AUM-2]

Justification

[E.Just.DT.AUM-2]

DT.AUM-2.DN-1 Yes

(√)

No [E.Info.AUM-2.AuthenticationMechanism.AuthFactor]:

Communication is implemented via a secure HTTPS channel based on the 

OpenSSL 3.0.15 library. The DUT and the server establish a secure 

connection using the TLS protocol (TLS 1.3 supported), negotiating 

cryptographic parameters during the handshake. Certificate-based identity 

verification and key exchange mechanisms are employed to establish an 

encrypted connection for authentication.

Assignment of 

verdict:

Pass

3.2.3 [AUM-3] Authenticator validation

Identifier

[AUM-3]-01

[E.Info.AUM-3.AUM]:

AUM-1-1: Communication is implemented via a secure HTTPS channel based on the OpenSSL 

3.0.15 library. The DUT and the server establish a secure connection using the TLS protocol (TLS 

1.3 supported), negotiating cryptographic parameters during the handshake. Certificate-based 

identity verification and key exchange mechanisms are employed to establish an encrypted 

connection for authentication.

Decision node Decision

[E.Info.DT.AUM-3]

Justification

[E.Just.DT.AUM-3]

DT.AUM-3.DN-1 Yes

(√)

No [E.Info.AUM-3.AUM.AuthVal]:

The identity verification is carried out by means of the SSL certificate issued 

by the Certificate Authority RapidSSL TLS RSA CA G1. The certificate uses 

the sha256WithRSAEncryption signature algorithm and a 2048-bit RSA key 

strength. By verifying the information such as the subject of issuance in the 

certificate, the issuer, and the validity period, the legitimacy of the device 

identity is confirmed, and the authenticity and integrity of the communication 

between the device and the server during the OTA process are guaranteed.

[E.Info.AUM-3.AUM.AuthEnv]:

For the device in the OTA scenario, its usage environment information 

covers the network environment when the device interacts with the OTA 

server through a secure HTTPS channel and relying on the OpenSSL 

3.0.15 code library.

[IC.AUM-3.CertificatePrivateKey]:

The SSL certificate issued by the RapidSSL TLS RSA CA G1.

Assignment of Pass
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verdict:

3.2.4 [AUM-4] Changing authenticators

Identifier

[AUM-4]-01

[E.Info.AUM-4.AUM]:

AUM-1-1: Communication is implemented via a secure HTTPS channel based on the OpenSSL 

3.0.15 library. The DUT and the server establish a secure connection using the TLS protocol (TLS 

1.3 supported), negotiating cryptographic parameters during the handshake. Certificate-based 

identity verification and key exchange mechanisms are employed to establish an encrypted 

connection for authentication.

Decision node Decision

[E.Info.DT.AUM-4]

Justification

[E.Just.DT.AUM-4]

DT.AUM-4.DN-2 Yes

(√)

No [E.Info.AUM-4.AUM.AuthChange]:

The trigger sources for validator changes include the RapidSSL TLS RSA 

CA G1 - CA certificate updates, OTA server configuration changes, or 

security policy upgrades. On the server side, change instructions 

(containing new certificate metadata, URLs, and algorithm rules) are 

pushed through the JSON file associated with the preset URL. On the 

device side, secure pull - up via the HTTPS channel is implemented relying 

on OpenSSL 3.0.15; after parsing the JSON, the firmware interface is called 

to update the certificate storage, URL configuration, and encryption 

algorithm; then the authentication module is restarted, and the effective 

change is confirmed through bidirectional verification between the device 

and the server. Meanwhile, the validator on the server side synchronously 

updates verification rules such as CA root certificates, URL whitelists, and 

algorithm support lists to ensure the closed - loop authentication logic after 

the change.

Assignment of 

verdict:

Pass

3.2.5 [AUM-5] Password strength

3.2.5.1 [AUM-5-1] Requirement for factory default passwords

Identifier

[AUM-5-1]-01

/

Decision node Decision

[E.Info.DT.AUM-5-1]

Justification

[E.Just.DT.AUM-5-1]

/ / / /

Assignment of 

verdict:

N/A

There is no password that is used for authentication.

3.2.5.2 [AUM-5-2] Requirement for non-factory default passwords

Identifier

[AUM-5-2]-01

/
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Decision node Decision

[E.Info.DT.AUM-5-2]

Justification

[E.Just.DT.AUM-5-2]

/ / / /

Assignment of 

verdict:

N/A

There is no password that is used for authentication.

3.2.6 [AUM-6] Brute force protection

Identifier

[AUM-6]-01

[E.Info.AUM-6.AUM]:

AUM-1-1: Communication is implemented via a secure HTTPS channel based on the OpenSSL 

3.0.15 library. The DUT and the server establish a secure connection using the TLS protocol (TLS 

1.3 supported), negotiating cryptographic parameters during the handshake. Certificate-based 

identity verification and key exchange mechanisms are employed to establish an encrypted 

connection for authentication.

Decision node Decision

[E.Info.DT.AUM-6]

Justification

[E.Just.DT.AUM-6]

DT.AUM-6.DN-1 Yes

(√)

No [E.Info.AUM-6.AUM.BFProtection]:

[IC.AUM-6.AuthenticatorComplexity]:

The RSA key length is 2048 bits. For a brute - force attack to crack the RSA 

key, it needs to enumerate all possible private key combinations. Given the 

extremely large number of combinations for a 2048 - bit key, with current 

computing power, the conventional method of brute - force enumeration of 

private keys can hardly be completed within a reasonable time. This 

fundamentally greatly increases the difficulty of brute - force cracking and 

builds a solid basic protection for the certificate and the encrypted 

communication that relies on it.

Assignment of 

verdict:

Pass

3.3 [SUM] Secure update mechanism

3.3.1 [SUM-1] Applicability of update mechanisms

Identifier

[SUM-1]-01

[E.Info.SUM-1.PartOfSoftw]:

The device's entire software can be updated via the Internet.

Decision node Decision

[E.Info.DT.SUM-1]

Justification

[E.Just.DT.SUM-1]

[DT.SUM-1.DN-5] Yes

(√)

No [E.Info.SUM-1.PartOfSoftw.SUM]:

The device connects to the OTA server via Wi-Fi or Ethernet, downloads 

the firmware, and completes the update.

Assignment of 

verdict:

Pass

Identifier

[SUM-1]-02

[E.Info.SUM-1.PartOfSoftw]:

The device can be updated by reading the firmware file from a local USB flash drive.

Decision node Decision Justification
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[E.Info.DT.SUM-1] [E.Just.DT.SUM-1]

[DT.SUM-1.DN-5] Yes

(√)

No [E.Info.SUM-1.PartOfSoftw.SUM]:

The device can be updated by reading the firmware from a USB flash drive 

via the USB interface.

Assignment of 

verdict:

Pass

3.3.2 [SUM-2] Secure updates

Identifier

[SUM-2]-01

[E.Info.SUM-2.SUM]:

The device connects to the OTA server, downloads the firmware, and completes the update.

Decision node Decision

[E.Info.DT.SUM-2]

Justification

[E.Just.DT.SUM-2]

[DT.SUM-2.DN-1] Yes

(√)

No [E.Info.SUM-2.SUM.SecChan]:

[IC.SUM-2.AuthIntVal.SecChan]:

During device updates, the firmware update package is downloaded from 

the update server via HTTPS (based on the TLS 1.3 protocol). 

Assignment of 

verdict:

Pass

Identifier

[SUM-2]-02

[E.Info.SUM-2.SUM]:

The device can be updated by reading the firmware file from a local USB flash drive.

Decision node Decision

[E.Info.DT.SUM-2]

Justification

[E.Just.DT.SUM-2]

[DT.SUM-2.DN-1] Yes

(√)

No [E.Info.SUM-2.SUM.Sign]:

[IC.SUM-2.AuthIntVal.Sign]:

The firmware package is digitally signed using a certificate-based SHA-256 

with RSA2048 algorithm, ensuring integrity and authenticity.

Assignment of 

verdict:

Pass

3.3.3 [SUM-3] Automated updates

Identifier

[SUM-3]-01

[E.Info.SUM-3.SUM]:

The device connects to the manufacturer's OTA server, downloads the firmware, and completes the 

update.

Decision node Decision

[E.Info.DT.SUM-3]

Justification

[E.Just.DT.SUM-3]

[DT.SUM-3.DN-3] Yes

(√)

No [E.Info.SUM-3.SUM.Automation]:

After the device is connected to the Internet, it will automatically check the 

update server for the latest version. If a new version is available, the device 

will prompt the user that a new version exists. When the user clicks the 

Update button, the device will automatically download the software from the 

update server. Once the download is complete, the device will execute the 

software update. After the update is finished, the newly updated version 

number can be viewed.
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Assignment of 

verdict:

Pass

3.4 [SSM] Secure storage mechanism

3.4.1 [SSM-1] Applicability of secure storage mechanisms

Identifier

[SSM-1]-01

[E.Info.SSM-1.SecurityAsset]:

SecurityAsset-1.1: HTTPS certificate

SecurityAsset-1.2: Wi-Fi password

SecurityAsset-1.3: The AES-CCM-128 encryption key used in the Bluetooth 5.2 protocol is 

generated through negotiation during the first pairing process and then stored in the device's flash 

memory.

SecurityAsset-1.4: Public Key for OTA Signature Verification

Decision node Decision

[E.Info.DT.SSM-1]

Justification

[E.Just.DT.SSM-1]

[DT.SSM-1.DN-1] Yes

(√)

No [E.Info.SSM-1.SecurityAsset.SSM]:

The asset is stored inside the device, protected by its outer casing, with no 

interface available for accessing the asset.

Assignment of 

verdict:

N/A

Identifier

[SSM-1]-02

[E.Info.SSM-1.NetworkAsset]:

NetworkAsset-5.1: Paired Devices Access Rights

NetworkAsset-5.2: Saved Wi-Fi Networks

NetworkAsset-5.3: Network configuration parameters

Decision node Decision

[E.Info.DT.SSM-1]

Justification

[E.Just.DT.SSM-1]

[DT.SSM-1.DN-1] Yes

(√)

No [E.Info.SSM-1.NetworkAsset.SSM]:

Physical contact with the device is required to access this asset.

Assignment of 

verdict:

N/A

3.4.2 [SSM-2] Appropriate integrity protection for secure storage mechanisms

Identifier

[SSM-2]-01

/

Decision node Decision

[E.Info.DT.SSM-2]

Justification

[E.Just.DT.SSM-2]

/ / / /

Assignment of 

verdict:

N/A

For the security assets and network assets stored persistently in SSM-1, physical or logical 

measures have been implemented in the target environment to ensure that only authorized entities 

can access such assets stored on the device, with no other secure storage mechanisms in place.
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3.4.3 [SSM-3] Appropriate confidentiality protection for secure storage mechanisms

Identifier

[SSM-3]-01

/

Decision node Decision

[E.Info.DT.SSM-3]

Justification

[E.Just.DT.SSM-3]

/ / / /

Assignment of 

verdict:

N/A

For the security assets and network assets stored persistently in SSM-1, physical or logical 

measures have been implemented in the target environment to ensure that only authorized entities 

can access such assets stored on the device, with no other secure storage mechanisms in place.

3.5 [SCM] Secure communication mechanism

3.5.1 [SCM-1] Applicability of secure communication mechanisms

Identifier

[SCM-1]-01

[E.Info.SCM-1.NetworkInterface]: 

Bluetooth BR/EDR/LE

Decision node Decision

[E.Info.DT.SCM-1]

Justification

[E.Just.DT.SCM-1]

[DT.SCM-1.DN-1] Yes

(√)

No [E.Info.SCM-1.NetworkInterface.Protocol]: Bluetooth protocol 5.2

[E.Info.SCM-1.NetworkInterface.Radio]: 2402~2480 MHz

[E.Info.SCM-1.SecurityAsset]: Bluetooth pairing code

[E.Info.SCM-1.SecurityAsset.Com]: When the device establishes a 

connection with other devices for the first time, it will be paired based on 

the Bluetooth pairing code.

[E.Info.SCM-1.SecurityAsset.NetworkInterface]: Bluetooth interface

[E.Info.SCM-1.SCM]: Common Bluetooth handshake process

[E.Info.SCM-1.SCM.Protocol]: Bluetooth protocol 5.2

[E.Info.SCM-1.SCM.States]: When the device establishes a connection 

with other devices for the first time.

[E.Info.SCM-1.SCM.SecObjectives]: It prevents man-in-the-middle 

attacks and protects the security of the device's assets during the 

communication process.

Assignment of 

verdict:

Pass

Identifier

[SCM-1]-02

[E.Info.SCM-1.NetworkInterface]: 

Wi-Fi

Decision node Decision

[E.Info.DT.SCM-1]

Justification

[E.Just.DT.SCM-1]

[DT.SCM-1.DN-1] Yes

(√)

No [E.Info.SCM-1.NetworkInterface.Protocol]: 

IEEE 802.11, 802.11 a/b/g/n/ac/ax, WPA/WPA2-PSK(TKIP/AES), 

WPA3-SAE(AES), WPA2-PSK/WPA3-SAE(AES), TLS 1.3, Open SSL 

3.0.15

[E.Info.SCM-1.NetworkInterface.Radio]: 

2.412GHz~2.472GHz, 5.15GHz~5.35GHz, 5.47GHz~5.85GHz
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[E.Info.SCM-1.SecurityAsset]:

SecurityAsset-2.1: The DUT connects to the server via Wi-Fi.

SecurityAsset-2.3: Perform over-the-air (OTA) firmware updates for 

devices via the OTA server. 

[E.Info.SCM-1.SecurityAsset.Com]: 

The TLS 1.3 protocol is used for connecting the DUT to the server, with 

business instructions transmitted via this secure channel to perform 

business operations.

[E.Info.SCM-1.SecurityAsset.NetworkInterface]: 

Wi-Fi interface

[E.Info.SCM-1.SecurityAsset.Class]: 

SecurityAsset-1.1, SecurityAsset-1.2, SecurityAsset-2.1, SecurityAsset-

2.3

[E.Info.SCM-1.NetworkAsset.Class]: 

NetworkAsset-1.2, NetworkAsset-1.3, NetworkAsset-2.1, 

NetworkAsset-3.1, NetworkAsset-5.2, NetworkAsset-5.3

[E.Info.SCM-1.SCM]: 

Common Wi-Fi handshake process 

[E.Info.SCM-1.SCM.Protocol]: 

IEEE 802.11, 802.11 a/b/g/n/ac/ax, WPA/WPA2-PSK(TKIP/AES), 

WPA3-SAE(AES), WPA2-PSK/WPA3-SAE(AES), TLS 1.3, Open SSL 

3.0.15

[E.Info.SCM-1.SCM.States]: 

When the device is connected to the router's Wi-Fi network.

[E.Info.SCM-1.SCM.SecObjectives]: 

It prevents man-in-the-middle attacks and protects the security of the 

device's assets during the communication process.

Assignment of 

verdict:

Pass

Identifier

[SCM-1]-03

[E.Info.SCM-1.NetworkInterface]: 

Ethernet (LAN)

Decision node Decision

[E.Info.DT.SCM-1]

Justification

[E.Just.DT.SCM-1]

DT.SCM-1.DN-1 Yes

(√)

No [E.Info.SCM-1.NetworkInterface.Protocol]: 

IEEE 802.3, DHCP Server, Static IP, IPv4/IPv6, IGMP Snooping, HTTPS, 

TLS 1.3, Open SSL 3.0.15

[E.Info.SCM-1.NetworkInterface.Radio]: 

10Mbps-1000Mbps

[E.Info.SCM-1.SecurityAsset]:

SecurityAsset-2.2: The DUT connects to the server via Ethernet.

SecurityAsset-2.3: Perform over-the-air (OTA) firmware updates for 

devices via the OTA server.

[E.Info.SCM-1.SecurityAsset.Com]: 

The TLS 1.3 protocol is used for connecting the DUT to the server, with 

business instructions transmitted via this secure channel to perform 
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business operations.

[E.Info.SCM-1.SecurityAsset.NetworkInterface]: 

Ethernet interface

[E.Info.SCM-1.SecurityAsset.Class]: 

SecurityAsset-1.1, SecurityAsset-2.2, SecurityAsset-2.3

[E.Info.SCM-1.NetworkAsset.Class]: 

NetworkAsset-2.1, NetworkAsset-5.3

[E.Info.SCM-1.SCM.Protocol]: 

IEEE 802.3, DHCP Server, Static IP, IPv4/IPv6, IGMP Snooping, HTTPS, 

TLS 1.3, Open SSL 3.0.15

[E.Info.SCM-1.SCM.States]: 

When wired devices are connected via Ethernet cables.

[E.Info.SCM-1.SCM.SecObjectives]: 

During communication, it can prevent man-in-the-middle attacks and 

protect the security of device assets.

Assignment of 

verdict:

Pass

3.5.2 [SCM-2] Appropriate integrity and authenticity protection for secure communication mechanisms

Identifier

[SCM-2]-01

[E.Info.SCM-2.SCM]:

Wi-Fi networking uses the TLS 1.3 protocol to establish a connection with the server, HTTPS with 

TLS 1.3, implemented based on the OpenSSL 3.0.15 stack.

Decision node Decision

[E.Info.DT.SCM-2]

Justification

[E.Just.DT.SCM-2]

[DT.SCM-2.DN-2] Yes

(√)

No [E.Info.SCM-2.SecurityAsset]:

Over-the-Air (OTA) Firmware Update

[E.Info.SCM-2.SecurityAsset.Com]: 

Online Firmware Upgrade is enabled through secure HTTPS 

communication based on the OpenSSL 3.0.15 library.

[E.Info.SCM-2.NetworkInterface]:

Wi-Fi

[E.Info.SCM-2.NetworkInterface.Protocol]:HTTPS with TLS 1.3, 

implemented based on the OpenSSL 3.0.15 stack.

[E.Info.SCM-2.SCM]: HTTPS

[E.Info.SCM-2.SCM.Capabilities]:

HTTPS with TLS 1.3.

Communication Encryption Suite:

TLS_AES_128_GCM_SHA256

TLS_AES_256_GCM_SHA384

TLS_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_ECDSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_ECDSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_RSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_RSA_WITH_AES_256_GCM_SHA384



Guangdong Dongdian Testing Service Co., Ltd.                Report No.: DDT-RE25111708-1F01

TRF No.: RT-4-F-007                                                                  Ver.1.0Page 21 of 43 

TLS_ECDHE_RSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_CBC_SHA

TLS_ECDHE_ECDSA_WITH_AES_256_CBC_SHA

TLS_RSA_WITH_AES_128_GCM_SHA256

TLS_RSA_WITH_AES_256_GCM_SHA384

TLS_RSA_WITH_AES_128_CBC_SHA

TLS_RSA_WITH_AES_256_CBC_SHA 

[E.Info.SCM-2.SCM.Generic]:

[IC.SCM-2 Generic]: Signed certificate for communication with the 

companion application.

Assignment of 

verdict:

N/A

TLS_ECDHE_ECDSA_WITH_AES_128_CBC_SHA

TLS_ECDHE_ECDSA_WITH_AES_256_CBC_SHA

TLS_RSA_WITH_AES_128_GCM_SHA256

TLS_RSA_WITH_AES_256_GCM_SHA384

TLS_RSA_WITH_AES_128_CBC_SHA

TLS_RSA_WITH_AES_256_CBC_SHA 

1. These cipher suites use encryption and hashing algorithms that are no longer recommended. 

While they provide basic encryption capabilities, they lack enhanced support for data integrity and 

authentication.

2. For the purpose of compatibility with communications of other products or services, the adopted 

encryption algorithm suite is not based on best practices (but rather prioritizes compatibility).

Identifier

[SCM-2]-02

[E.Info.SCM-2.SCM]:

The LAN uses the TLS 1.3 protocol to establish a connection with the server, HTTPS with TLS 

1.3, implemented based on the OpenSSL 3.0.15 stack.

Decision node Decision

[E.Info.DT.SCM-2]

Justification

[E.Just.DT.SCM-2]

DT.SCM-2.DN-2 Yes

(√)

No [E.Info.SCM-2.SecurityAsset]:

Over-the-Air (OTA) Firmware Update

[E.Info.SCM-2.SecurityAsset.Com]: 

Online Firmware Upgrade is enabled through secure HTTPS 

communication based on the OpenSSL 3.0.15 library.

[E.Info.SCM-2.NetworkInterface]:

LAN

[E.Info.SCM-2.NetworkInterface.Protocol]:HTTPS with TLS 1.3, 

implemented based on the OpenSSL 3.0.15 stack.

[E.Info.SCM-2.SCM]: HTTPS

[E.Info.SCM-2.SCM.Capabilities]:

HTTPS with TLS 1.3.

Communication Encryption Suite:

TLS_AES_128_GCM_SHA256

TLS_AES_256_GCM_SHA384

TLS_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_ECDSA_WITH_AES_256_GCM_SHA384
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TLS_ECDHE_ECDSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_RSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_RSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_RSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_CBC_SHA

TLS_ECDHE_ECDSA_WITH_AES_256_CBC_SHA

TLS_RSA_WITH_AES_128_GCM_SHA256

TLS_RSA_WITH_AES_256_GCM_SHA384

TLS_RSA_WITH_AES_128_CBC_SHA

TLS_RSA_WITH_AES_256_CBC_SHA 

[E.Info.SCM-2.SCM.Generic]:

[IC.SCM-2 Generic]: Signed certificate for communication with the 

companion application.

Assignment of 

verdict:

N/A

TLS_ECDHE_ECDSA_WITH_AES_128_CBC_SHA

TLS_ECDHE_ECDSA_WITH_AES_256_CBC_SHA

TLS_RSA_WITH_AES_128_GCM_SHA256

TLS_RSA_WITH_AES_256_GCM_SHA384

TLS_RSA_WITH_AES_128_CBC_SHA

TLS_RSA_WITH_AES_256_CBC_SHA 

1. These cipher suites use encryption and hashing algorithms that are no longer recommended. 

While they provide basic encryption capabilities, they lack enhanced support for data integrity and 

authentication.

2. For the purpose of compatibility with communications of other products or services, the adopted 

encryption algorithm suite is not based on best practices (but rather prioritizes compatibility).

Identifier

[SCM-2]-03

[E.Info.SCM-2.SCM]:

Bluetooth BR/EDR/LE adopts the Bluetooth 5.2 protocol. The device achieves communication 

via proprietary services, with the AES-CCM-128 algorithm employed for encryption.

Decision node Decision

[E.Info.DT.SCM-2]

Justification

[E.Just.DT.SCM-2]

DT.SCM-2.DN-1 Yes

(√)

No [E.Info.SCM-2.SCM.CCK]: 

The AES-CCM-128 algorithm is implemented based on the hardware 

AES at the underlying level, and the random numbers are true random 

numbers generated by the hardware TRNG (True Random Number 

Generator).

[E.Info.SCM-2.NetworkInterface]: 

Bluetooth interface

[E.Info.SCM-2.NetworkInterface.Protocol]: 

Bluetooth 5.2 protocol

[E.Info.SCM-2.SecurityAsset.Com]: 

During the network provisioning process, the user device pairs and 

connects with the device under test via a Bluetooth pairing code.

[E.Info.SCM-2.SCM.ThreatProtection]: 

It prevents man-in-the-middle attacks and protects the security of the 

device's assets during the communication process.
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[E.Info.SCM-2.SCM.Capabilities]: 

It prevents man-in-the-middle attacks and protects the security of the 

device's assets during the communication process.

[E.Info.SCM-2.SCM.SecChanExchange]: 

When the device pairs with other devices, an AES-128 key will be 

negotiated according to the Bluetooth protocol, and all subsequent 

communications will be encrypted with this key.

[E.Info.SCM-2.SCM.ImplDetail]: 

When the device pairs with other devices, an AES-128 key will be 

negotiated according to the Bluetooth protocol, and all subsequent 

communications will be encrypted with this key.

Assignment of 

verdict:

Pass

3.5.3 [SCM-3] Appropriate confidentiality protection for secure communication mechanisms

Identifier

[SCM-3]-01

[E.Info.SCM-3.SCM]:

Wi-Fi networking uses the TLS 1.3 protocol to establish a connection with the server, HTTPS with 

TLS 1.3, implemented based on the OpenSSL 3.0.15 stack.

Decision node Decision

[E.Info.DT.SCM-3]

Justification

[E.Just.DT.SCM-3]

[DT.SCM-3.DN-2] Yes

(√)

No [E.Info.SCM-3.SecurityAsset]:

Over-the-Air (OTA) Firmware Update

[E.Info.SCM-3.SecurityAsset.Com]: 

Online Firmware Upgrade is enabled through secure HTTPS 

communication based on the OpenSSL 3.0.15 library.

[E.Info.SCM-3.NetworkInterface]:

Wi-Fi

[E.Info.SCM-3.NetworkInterface.Protocol]: HTTPS with TLS 1.3, 

implemented based on the OpenSSL 3.0.15 stack.

[E.Info.SCM-3.SCM]: HTTPS

[E.Info.SCM-3.SCM.Capabilities]:

HTTPS with TLS 1.3.

Communication Encryption Suite:

TLS_AES_128_GCM_SHA256

TLS_AES_256_GCM_SHA384

TLS_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_ECDSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_ECDSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_RSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_RSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_RSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_CBC_SHA

TLS_ECDHE_ECDSA_WITH_AES_256_CBC_SHA

TLS_RSA_WITH_AES_128_GCM_SHA256
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TLS_RSA_WITH_AES_256_GCM_SHA384

TLS_RSA_WITH_AES_128_CBC_SHA

TLS_RSA_WITH_AES_256_CBC_SHA 

[E.Info.SCM-3.Generic]: 

[IC.SCM-3. Generic]: The device adopts the best practice 

implementation of HTTPS with TLS in OpenSSL.

Assignment of 

verdict:

N/A

TLS_ECDHE_ECDSA_WITH_AES_128_CBC_SHA

TLS_ECDHE_ECDSA_WITH_AES_256_CBC_SHA

TLS_RSA_WITH_AES_128_GCM_SHA256

TLS_RSA_WITH_AES_256_GCM_SHA384

TLS_RSA_WITH_AES_128_CBC_SHA

TLS_RSA_WITH_AES_256_CBC_SHA 

1. These cipher suites use encryption and hashing algorithms that are no longer recommended. 

While they provide basic encryption capabilities, they lack enhanced support for data integrity and 

authentication.

2. For the purpose of compatibility with communications of other products or services, the adopted 

encryption algorithm suite is not based on best practices (but rather prioritizes compatibility).

Identifier

[SCM-3]-02

[E.Info.SCM-3.SCM]:

The LAN uses the TLS 1.3 protocol to establish a connection with the server, HTTPS with TLS 

1.3, implemented based on the OpenSSL 3.0.15 stack.

Decision node Decision

[E.Info.DT.SCM-3]

Justification

[E.Just.DT.SCM-3]

[DT.SCM-3.DN-2] Yes

(√)

No [E.Info.SCM-3.SecurityAsset]:

Over-the-Air (OTA) Firmware Update

[E.Info.SCM-3.SecurityAsset.Com]: 

Online Firmware Upgrade is enabled through secure HTTPS 

communication based on the OpenSSL 3.0.15 library.

[E.Info.SCM-3.NetworkInterface]:

LAN

[E.Info.SCM-3.NetworkInterface.Protocol]:HTTPS with TLS 1.3, 

implemented based on the OpenSSL 3.0.15 stack.

[E.Info.SCM-3.SCM]: HTTPS

[E.Info.SCM-3.SCM.Capabilities]:

HTTPS with TLS 1.3.

Communication Encryption Suite:

TLS_AES_128_GCM_SHA256

TLS_AES_256_GCM_SHA384

TLS_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_ECDSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_ECDSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_RSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_RSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_RSA_WITH_CHACHA20_POLY1305_SHA256

https://e.info/
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TLS_ECDHE_ECDSA_WITH_AES_128_CBC_SHA

TLS_ECDHE_ECDSA_WITH_AES_256_CBC_SHA

TLS_RSA_WITH_AES_128_GCM_SHA256

TLS_RSA_WITH_AES_256_GCM_SHA384

TLS_RSA_WITH_AES_128_CBC_SHA

TLS_RSA_WITH_AES_256_CBC_SHA 

[E.Info.SCM-3.Generic]: 

[IC.SCM-3. Generic]: The device adopts the best practice 

implementation of HTTPS with TLS in OpenSSL.

Assignment of 

verdict:

N/A

TLS_ECDHE_ECDSA_WITH_AES_128_CBC_SHA

TLS_ECDHE_ECDSA_WITH_AES_256_CBC_SHA

TLS_RSA_WITH_AES_128_GCM_SHA256

TLS_RSA_WITH_AES_256_GCM_SHA384

TLS_RSA_WITH_AES_128_CBC_SHA

TLS_RSA_WITH_AES_256_CBC_SHA 

1. These cipher suites use encryption and hashing algorithms that are no longer recommended. 

While they provide basic encryption capabilities, they lack enhanced support for data integrity and 

authentication.

2. For the purpose of compatibility with communications of other products or services, the adopted 

encryption algorithm suite is not based on best practices (but rather prioritizes compatibility).

Identifier

[SCM-3]-03

[E.Info.SCM-3.SCM]:

Bluetooth BR/EDR/LE adopts the Bluetooth 5.2 protocol. The device achieves communication 

via proprietary services, with the AES-CCM-128 algorithm employed for encryption.

Decision node Decision

[E.Info.DT.SCM-2]

Justification

[E.Just.DT.SCM-3]

DT.SCM-3.DN-1 Yes

(√)

No [E.Info.SCM-3.SCM.CCK]: 

The AES-CCM-128 algorithm is implemented based on the hardware 

AES at the underlying level, and the random numbers are true random 

numbers generated by the hardware TRNG (True Random Number 

Generator).

[E.Info.SCM-3.NetworkInterface]: 

Bluetooth interface

[E.Info.SCM-3.NetworkInterface.Protocol]: 

Bluetooth 5.2 protocol

[E.Info.SCM-3.SecurityAsset.Com]: 

During the network provisioning process, the user device pairs and 

connects with the device under test via a Bluetooth pairing code.

[E.Info.SCM-3.SCM.ThreatProtection]: 

It prevents man-in-the-middle attacks and protects the security of the 

device's assets during the communication process.

[E.Info.SCM-3.SCM.Capabilities]: 

It prevents man-in-the-middle attacks and protects the security of the 

device's assets during the communication process.

[E.Info.SCM-3.SCM.SecChanExchange]: 

https://e.info/
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When the device pairs with other devices, an AES-128 key will be 

negotiated according to the Bluetooth protocol, and all subsequent 

communications will be encrypted with this key.

[E.Info.SCM-3.SCM.ImplDetail]: 

When the device pairs with other devices, an AES-128 key will be 

negotiated according to the Bluetooth protocol, and all subsequent 

communications will be encrypted with this key.

Assignment of 

verdict:

Pass

3.5.4 [SCM-4] Appropriate replay protection for secure communication mechanisms

Identifier

[SCM-4]-01

[E.Info.SCM-4.SCM]:

Each Wi-Fi data packet carries an increasing serial number. The receiver verifies the continuity of 

these numbers and rejects duplicate or expired packets.

Decision node Decision

[E.Info.DT.SCM-4]

Justification

[E.Just.DT.SCM-4]

[DT.SCM-4.DN-1] Yes

(√)

No [E.Info.SCM-4.NetworkInterface]: 

Wi-Fi

[E.Info.SCM-4.NetworkInterface.Protocol]: 

Wi-Fi, HTTPS (based on TLS 1.3)

[E.Info.SCM-4.SecurityAsset.Com]: 

The Wi-Fi module establishes a secure connection with the server via the 

HTTPS protocol (TLS 1.3) (implemented by OpenSSL 3.0.15) and 

transmits service instructions based on this protocol to perform service 

operations.

[E.Info.SCM-4.SCM.Capabilities]: 

It can prevent replay attacks and protect the security of device assets 

during communication.

[E.Info.SCM-4.SCM.Repudiation]: 

The HTTPS connection (TLS 1.3, OpenSSL 3.0.15) adopts asymmetric + 

symmetric encryption mechanisms:

Asymmetric encryption: TLS 1.3 uses asymmetric algorithms (e.g., RSA, 

ECDSA) during the handshake phase to negotiate and securely transmit 

symmetric session keys.

Symmetric encryption: After the handshake, symmetric encryption 

(compliant with TLS 1.3 standards, e.g., AES series) is used for real-time 

encryption of service data, ensuring transmission efficiency.

Verification & discard: The receiver (via OpenSSL 3.0.15) verifies the 

integrity and authenticity of data packets using TLS 1.3's built-in message 

authentication code (MAC) or digital signature; any packets that fail 

verification (e.g., tampered, invalid format) are discarded.

[E.Info.SCM-4.SCM.SeqNumb]: 

[IC.SCM-4.SeqNumb]:

The HTTPS protocol (TLS 1.3, OpenSSL 3.0.15) uses sequence numbers 

to protect against replay attacks:
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Each record sent in the TLS session is assigned a unique, incrementing 

sequence number (maintained independently for send and receive 

directions).

The sequence number is included in the record's integrity check (e.g., 

HMAC calculation), ensuring that replayed or out-of-order packets cannot 

pass verification and will be discarded by the receiver.

OpenSSL 3.0.15 implements this sequence number mechanism in 

compliance with TLS 1.3 specifications, ensuring the uniqueness and 

continuity of sequence numbers during the session.

Assignment of 

verdict:

Pass

Identifier

[SCM-4]-02

[E.Info.SCM-4.SCM]:

The LAN uses the TLS 1.3 protocol to establish a connection with the server, HTTPS with TLS 

1.3, implemented based on the OpenSSL 3.0.15 stack.

Decision node Decision

[E.Info.DT.SCM-4]

Justification

[E.Just.DT.SCM-4]

DT.SCM-4.DN-1 Yes

(√)

No [E.Info.SCM-4.NetworkInterface]: 

Ethernet 

[E.Info.SCM-4.NetworkInterface.Protocol]: 

Ethernet (IEEE 802.3), 10/100/1000 Mbps, Auto-Negotiation, Full/Half 

Duplex, Supports secure transport via TLS 1.3 and OpenSSL 3.0.15.

[E.Info.SCM-4.SecurityAsset.Com]: 

The LAN establishes a secure connection between terminal devices and 

the local gateway via the TLS 1.3 protocol (implemented by OpenSSL 

3.0.15) and transmits service instructions based on this protocol to 

perform local service operations.

[E.Info.SCM-4.SCM.Capabilities]: 

It can prevent replay attacks and protect the security of device assets 

during communication.

[E.Info.SCM-4.SCM.Repudiation]: 

The HTTPS connection (TLS 1.3, OpenSSL 3.0.15) adopts asymmetric + 

symmetric encryption mechanisms:

Asymmetric encryption: TLS 1.3 uses asymmetric algorithms (e.g., RSA, 

ECDSA) during the handshake phase to negotiate and securely transmit 

symmetric session keys.

Symmetric encryption: After the handshake, symmetric encryption 

(compliant with TLS 1.3 standards, e.g., AES series) is used for real-time 

encryption of service data, ensuring transmission efficiency.

Verification & discard: The receiver (via OpenSSL 3.0.15) verifies the 

integrity and authenticity of data packets using TLS 1.3's built-in message 

authentication code (MAC) or digital signature; any packets that fail 

verification (e.g., tampered, invalid format) are discarded.

[E.Info.SCM-4.SCM.SeqNumb]: 

[IC.SCM-4.SeqNumb]:

The HTTPS protocol (TLS 1.3, OpenSSL 3.0.15) uses sequence numbers 
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to protect against replay attacks:

Each record sent in the TLS session is assigned a unique, incrementing 

sequence number (maintained independently for send and receive 

directions).

The sequence number is included in the record's integrity check (e.g., 

HMAC calculation), ensuring that replayed or out-of-order packets cannot 

pass verification and will be discarded by the receiver.

OpenSSL 3.0.15 implements this sequence number mechanism in 

compliance with TLS 1.3 specifications, ensuring the uniqueness and 

continuity of sequence numbers during the session.

Assignment of 

verdict:

Pass

Identifier

[SCM-4]-03

[E.Info.SCM-4.SCM]: 

Each Bluetooth packet will carry an increasing serial number, and the receiver will verify the 

continuity of the values and reject duplicate or expired packets.

Decision node Decision

[E.Info.DT.SCM-4]

Justification

[E.Just.DT.SCM-4]

DT.SCM-4.DN-1 Yes

(√)

No [E.Info.SCM-4.NetworkInterface]: 

Bluetooth interface

[E.Info.SCM-4.NetworkInterface.Protocol]: 

Bluetooth 5.2 protocol

[E.Info.SCM-4.SecurityAsset.Com]: 

During the network provisioning process, the user device pairs and 

connects with the device under test via a Bluetooth pairing code.

[E.Info.SCM-4.SCM.Capabilities]: 

It can prevent replay attacks and protect the security of device assets 

during communication.

[E.Info.SCM-4.SCM.Repudiation]: 

Each Bluetooth packet will carry an increasing serial number, and the 

receiver will verify the continuity of the values and reject duplicate or 

expired packets.

[E.Info.SCM-4.SCM.SeqNumb]: 

[IC.SCM-4.SeqNumb]:

Each Bluetooth packet will carry an increasing serial number, and the 

receiver will verify the continuity of the values and reject duplicate or 

expired packets.

Assignment of 

verdict:

Pass

3.6 [RLM] Resilience mechanism

3.6.1 [RLM-1] Applicability and appropriateness of resilience mechanisms

Identifier

[RLM-1]-01

[E.Info.RLM-1.NetworkInterface]:

Bluetooth BR/EDR/LE
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Decision node Decision

[E.Info.DT.RLM-1]

Justification

[E.Just.DT.RLM-1]

DT.RLM-1.DN-1 Yes

(√)

No [E.Info.RLM-1.RLM]:

Bluetooth BR/EDR/LE uses the Bluetooth V5.2 protocol. It supports 

connection initiation from any device, but only allows one device to establish 

a connection simultaneously. These measures can mitigate the impact of 

DoS attacks on network interfaces and restore the device to a specified 

state after an attack, including: strict authentication and key exchange to 

restrict malicious access, encryption verification during transmission to filter 

invalid data, sequence number and timestamp mechanisms to prevent 

replay attacks, resource limitation management to avoid resource 

exhaustion, and error handling and recovery mechanisms to promptly 

address anomalies.

Assignment of 

verdict:

Pass

Identifier

[RLM-1]-02

[E.Info.RLM-1.NetworkInterface]:

Wi-Fi

Decision node Decision

[E.Info.DT.RLM-1]

Justification

[E.Just.DT.RLM-1]

DT.RLM-1.DN-1 Yes

(√)

No [E.Info.RLM-1.RLM]:

Wi-Fi networking uses the TLS 1.3 protocol to establish a connection with 

the server, HTTPS with TLS 1.3, implemented based on the OpenSSL 

3.0.15 stack. These measures can mitigate the impact of DoS attacks on 

network interfaces and restore the device to a specified state after an attack, 

including: strict authentication and key exchange to restrict malicious 

access, encryption verification during transmission to filter invalid data, 

sequence number and timestamp mechanisms to prevent replay attacks, 

resource limitation management to avoid resource exhaustion, and error 

handling and recovery mechanisms to promptly address anomalies.

Assignment of 

verdict:

Pass

Identifier

[RLM-1]-03

[E.Info.RLM-1.NetworkInterface]:

Ethernet (LAN)

Decision node Decision

[E.Info.DT.RLM-1]

Justification

[E.Just.DT.RLM-1]

DT.RLM-1.DN-1 Yes

(√)

No [E.Info.RLM-1.RLM]:

Ethernet networking uses the TLS 1.3 protocol to establish a connection 

with the server, HTTPS with TLS 1.3, implemented based on the OpenSSL 

3.0.15 stack. These measures can mitigate the impact of DoS attacks on 

network interfaces and restore the device to a specified state after an attack, 

including: strict authentication and key exchange to restrict malicious 

access, encryption verification during transmission to filter invalid data, 

sequence number and timestamp mechanisms to prevent replay attacks, 

resource limitation management to avoid resource exhaustion, and error 
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handling and recovery mechanisms to promptly address anomalies.

Assignment of 

verdict:

Pass

3.7 [NMM] Network monitoring mechanism

3.7.1 [NMM-1] Applicability and appropriateness of network monitoring mechanisms

Identifier

[NMM-1]-01

/

Decision node Decision

[E.Info.DT.NMM-1]

Justification

[E.Just.DT.NMM-1]

DT.NMM-1.DN-1 Yes No

(√)

[E.Info.NMM-1.NMM.NetworkEquipment]:

The equipment is not a network equipment.

Assignment of 

verdict:

N/A

3.8 [TCM] Traffic control mechanism

3.8.1 [TCM-1] Applicability of and appropriate traffic control mechanisms

Identifier

[TCM-1]-01

/

Decision node Decision

[E.Info.DT.TCM-1]

Justification

[E.Just.DT.TCM-1]

DT.TCM-1.DN-1 Yes No

(√)

[E.Info.NMM-1.NMM.NetworkEquipment]:

The equipment is not a network equipment.

Assignment of 

verdict:

N/A

3.9 [CCK] Confidential cryptographic keys

3.9.1 [CCK-1] Appropriate CCKs

Identifier

[CCK-1]-01

[E.Info.CCK-1.CCK]:

CCK-01: Communication Encryption Algorithm:

TLS_AES_128_GCM_SHA256

TLS_AES_256_GCM_SHA384

TLS_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_ECDSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_ECDSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_RSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_RSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_RSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_CBC_SHA

TLS_ECDHE_ECDSA_WITH_AES_256_CBC_SHA
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TLS_RSA_WITH_AES_128_GCM_SHA256

TLS_RSA_WITH_AES_256_GCM_SHA384

TLS_RSA_WITH_AES_128_CBC_SHA

TLS_RSA_WITH_AES_256_CBC_SHA

CCK-02: Bluetooth Encryption Algorithm: AES-CCM-128

CCK-03: The firmware package is digitally signed using a certificate-based SHA-256 with RSA2048 

algorithm.

Decision node Decision

[E.Info.DT.CCK-1]

Justification

[E.Just.DT.CCK-1]

[DT.CCK-1.DN-2] Yes

(√)

No [E.Info.CCK-1.CCK.SecurityStrength]:

All these CCKs meet the minimum security strength requirement of 112 bits.

Assignment of 

verdict:

Pass

3.9.2 [CCK-2] CCK generation mechanisms

Identifier

[CCK-2]-01

[E.Info.CCK-2.Generation]:

CCK-01: Communication Encryption Algorithm:

TLS_AES_128_GCM_SHA256

TLS_AES_256_GCM_SHA384

TLS_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_ECDSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_ECDSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_RSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_RSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_RSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_CBC_SHA

TLS_ECDHE_ECDSA_WITH_AES_256_CBC_SHA

TLS_RSA_WITH_AES_128_GCM_SHA256

TLS_RSA_WITH_AES_256_GCM_SHA384

TLS_RSA_WITH_AES_128_CBC_SHA

TLS_RSA_WITH_AES_256_CBC_SHA 

Decision node Decision

[E.Info.DT.CCK-2]

Justification

[E.Just.DT.CCK-2]

[DT.CCK-2.DN-2] Yes

(√)

No [E.Info.CCK-2.Generation.CCK]:

These communication encryption algorithms are negotiated and determined 

during the TLS handshake process. The symmetric encryption components 

(AES-128, AES-256, ChaCha20) are implemented based on the underlying 

cryptographic module, and the random numbers involved in key exchange 

and generation are true random numbers generated by the hardware TRNG 

(True Random Number Generator). 

[E.Info.CCK-2.Generation.RNSource]:

The random numbers are true random numbers generated by the hardware 

TRNG (True Random Number Generator).

Assignment of Pass
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verdict:

Identifier

[CCK-2]-02

[E.Info.CCK-2.Generation]:

CCK-02: Bluetooth Encryption Algorithm: AES-CCM-128

Decision node Decision

[E.Info.DT.CCK-2]

Justification

[E.Just.DT.CCK-2]

[DT.CCK-2.DN-2] Yes

(√)

No [E.Info.CCK-2.Generation.CCK]:

This key is negotiated and generated during the first Bluetooth pairing. AES-

CCM-128 is implemented based on hardware AES at the underlying level, 

and the random numbers are true random numbers generated by the 

hardware TRNG (True Random Number Generator).

[E.Info.CCK-2.Generation.RNSource]:

The random numbers are true random numbers generated by the hardware 

TRNG (True Random Number Generator).

Assignment of 

verdict:

Pass

Identifier

[CCK-2]-03

[E.Info.CCK-2.Generation]:

CCK-03: The firmware package is digitally signed using a certificate-based SHA-256 with RSA2048 

algorithm.

Decision node Decision

[E.Info.DT.CCK-2]

Justification

[E.Just.DT.CCK-2]

[DT.CCK-2.DN-2] Yes

(√)

No [E.Info.CCK-2.Generation.CCK]: 

The firmware package is protected using a digital signature mechanism 

based on a certificate-based SHA-256 with RSA2048 algorithm.

During firmware generation, a cryptographic hash of the firmware image is 

computed using the SHA-256 hash algorithm. The resulting hash value is 

then digitally signed using an RSA private key with a key length of 2048 bits. 

The corresponding public key is contained within a trusted digital certificate 

used for signature verification.

During firmware verification, the system validates the digital signature using 

the public key extracted from the trusted certificate to ensure the 

authenticity and integrity of the firmware package. Only firmware images 

with a valid signature are accepted and allowed to be installed or executed.

[E.Info.CCK-2.Generation.RNSource]:

The random numbers are true random numbers generated by the hardware 

TRNG (True Random Number Generator).

Assignment of 

verdict:

Pass

3.9.3 [CCK-3] Preventing static default values for preinstalled CCKs

Identifier

[CCK-3]-01

/

Decision node Decision

[E.Info.DT.CCK-3]

Justification

[E.Just.DT.CCK-3]
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/ / / /

Assignment of 

verdict:

N/A

This device contains no pre-stored confidential cryptographic keys.

3.10 [GEC] General equipment capabilities

3.10.1 [GEC-1] Up-to-date software and hardware with no publicly known exploitable vulnerabilities

Identifier

[GEC-1]-01

[E.Info.GEC-1.SoftwareDocumentation]: 

All the software of the device, and the software version is V2.0.8

[E.Info.GEC-1.HardwareDocumentation]: 

All the hardware of the device, and the hardware version is 11-000109-001

Decision node Decision

[E.Info.DT.GEC-1]

Justification

[E.Just.DT.GEC-1]

[DT.GEC-1.DN-1] Yes No

(√)

[E.Info.GEC-1.SoftwareDocumentation]: 

All the software of the device, with the software version being: V2.0.8

[E.Info.GEC-1.ListOfVulnerabilities]: 

All the vulnerabilities contained in the device software can be found in the 

attachment.

[E.Info.GEC-1.HardwareDocumentation];

All the hardware of the device, with the hardware version being: 11-000109-

001

[E.Info.GEC-1.ListOfVulnerabilities]: 

All the vulnerabilities contained in the device hardware can be found in the 

attachment.

Assignment of 

verdict:

Pass

3.10.2 [GEC-2] Limit exposure of services via related network interfaces

Identifier

[GEC-2]-01

IF-01: Bluetooth BR/EDR/LE

Decision node Decision

[E.Info.DT.GEC-2]

Justification

[E.Just.DT.GEC-2]

[DT.GEC-2.DN-3] Yes

(√)

No [E.Info.GEC-2.NetworkInterface.Exposure]:

The Bluetooth function is enabled by default at the factory and is used to 

connect Bluetooth peripheral devices (such as speakers), as well as to 

support connections with Bluetooth remote controllers.

Assignment of 

verdict:

Pass

Identifier

[GEC-2]-02

IF-02: Wi-Fi

Decision node Decision

[E.Info.DT.GEC-2]

Justification

[E.Just.DT.GEC-2]

[DT.GEC-2.DN-3] Yes No [E.Info.GEC-2.NetworkInterface.Exposure]:
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(√) The TLS 1.3 protocol is used for connecting the DUT to the server, with 

business instructions transmitted via this secure channel to perform 

business operations.

Assignment of 

verdict:

Pass

Identifier

[GEC-2]-03

IF-03: LAN

Decision node Decision

[E.Info.DT.GEC-2]

Justification

[E.Just.DT.GEC-2]

[DT.GEC-2.DN-3] Yes

(√)

No [E.Info.GEC-2.NetworkInterface.Exposure]:

The TLS 1.3 protocol is used for connecting the DUT to the server, with 

business instructions transmitted via this secure channel to perform 

business operations.

Assignment of 

verdict:

Pass

Identifier

[GEC-2]-04

/

Decision node Decision

[E.Info.DT.GEC-2]

Justification

[E.Just.DT.GEC-2]

[DT.GEC-2.DN-2] Yes

(√)

No [E.Info.GEC-2.NetworkInterface.Exposure]:

1. Open TCP service ports: 8080

Descriptions of the functions of each port: 

Port 8080 is the port for the setting to receive resources from the mobile 

terminal.

Assignment of 

verdict:

N/A

3.10.3 [GEC-3] Configuration of optional services and the related exposed network interfaces

Identifier

[GEC-3]-01

IF-01: Wi-Fi

Decision node Decision

[E.Info.DT.GEC-3]

Justification

[E.Just.DT.GEC-3]

[DT.GEC-3.DN-2] Yes

(√)

No [E.Info.GEC-3.NetworkInterface.Exposure]: The Wi-Fi function of the 

device is enabled by default at the factory, and users can disable this 

network interface on the DUT.

Assignment of 

verdict:

Pass

3.10.4 [GEC-4] Documentation of exposed network interfaces and exposed services via network interfaces

Identifier

[GEC-4]-01

/

Decision node Decision Justification
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[E.Info.DT.GEC-4] [E.Just.DT.GEC-4]

/ / / /

Assignment of 

verdict:

N/A

According to regulations EN18031-1, EN18031-2, and EN18031-3 Annex-ZA, GEC-4 is not 

classified as a mandatory test item under RED 3.3 (d), (e), (f), and is therefore determined as N/A.

3.10.5 [GEC-5] No unnecessary external interfaces

Identifier

[GEC-5]-01

[E.Info.GEC-5.PhysicalExternalInterface]:

Power Button / Status LED

Decision node Decision

[E.Info.DT.GEC-5]

Justification

[E.Just.DT.GEC-5]

[DT.GEC-5.DN-1] Yes

(√)

No [E.Info.GEC-5.PhysicalExternalInterface.Purpose]:

Used to turn the device on or off, and simultaneously indicate the device's 

operating status (such as power-on, standby, etc.).

[E.Info.SCM-1.PhysicalExternalInterface.Type]:

Mechanical button + LED status indicator light.

[E.Info.GEC-5.IntFunc]:

Used to turn the device on or off, and simultaneously indicate the device's 

operating status (such as power-on, standby, etc.).

Assignment of 

verdict:

Pass

Identifier

[GEC-5]-02

[E.Info.GEC-5.PhysicalExternalInterface]:

Power Port

Decision node Decision

[E.Info.DT.GEC-5]

Justification

[E.Just.DT.GEC-5]

[DT.GEC-5.DN-1] Yes

(√)

No [E.Info.GEC-5.PhysicalExternalInterface.Purpose]:

Connect to an external power adapter to supply stable power to the 

device.

[E.Info.SCM-1.PhysicalExternalInterface.Type]:

Dedicated DC power input port (DC-IN).

[E.Info.GEC-5.IntFunc]:

Connect to an external power adapter to supply stable power to the 

device.

Assignment of 

verdict:

Pass

Identifier

[GEC-5]-03

[E.Info.GEC-5.PhysicalExternalInterface]:

Set Button 

Decision node Decision

[E.Info.DT.GEC-5]

Justification

[E.Just.DT.GEC-5]

[DT.GEC-5.DN-1] Yes

(√)

No [E.Info.GEC-5.PhysicalExternalInterface.Purpose]:

Used for functional configuration of the device.

[E.Info.SCM-1.PhysicalExternalInterface.Type]:

Mechanical button.
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[E.Info.GEC-5.IntFunc]:

Used for functional configuration of the device.

Assignment of 

verdict:

Pass

Identifier

[GEC-5]-04

[E.Info.GEC-5.PhysicalExternalInterface]:

USB Port

Decision node Decision

[E.Info.DT.GEC-5]

Justification

[E.Just.DT.GEC-5]

[DT.GEC-5.DN-1] Yes

(√)

No [E.Info.GEC-5.PhysicalExternalInterface.Purpose]:

Provides ultra-high-speed data transfer, peripheral connection, and 

device charging functionality (e.g., supports USB-PD). It can be used to 

connect docking stations, storage devices, high-bandwidth peripherals, 

etc.

[E.Info.SCM-1.PhysicalExternalInterface.Type]:

USB2.0, USB3.0 interface

[E.Info.GEC-5.IntFunc]:

Provides ultra-high-speed data transfer, peripheral connection, and 

device charging functionality (e.g., supports USB-PD). It can be used to 

connect docking stations, storage devices, high-bandwidth peripherals, 

etc.

Assignment of 

verdict:

Pass

Identifier

[GEC-5]-05

[E.Info.GEC-5.PhysicalExternalInterface]:

HDMI Port

Decision node Decision

[E.Info.DT.GEC-5]

Justification

[E.Just.DT.GEC-5]

[DT.GEC-5.DN-1] Yes

(√)

No [E.Info.GEC-5.PhysicalExternalInterface.Purpose]:

Provides connection to external displays, outputting high-quality video 

and audio signals.

[E.Info.SCM-1.PhysicalExternalInterface.Type]:

HDMI 1, HDMI 2 interface

[E.Info.GEC-5.IntFunc]:

Provides connection to external displays, outputting high-quality video 

and audio signals.

Assignment of 

verdict:

Pass

Identifier

[GEC-5]-06

[E.Info.GEC-5.PhysicalExternalInterface]:

RS232 Port

Decision node Decision

[E.Info.DT.GEC-5]

Justification

[E.Just.DT.GEC-5]

[DT.GEC-5.DN-1] Yes

(√)

No [E.Info.GEC-5.PhysicalExternalInterface.Purpose]:

Supports point-to-point serial data transmission, device configuration and 

debugging, as well as short-distance communication between peripheral 



Guangdong Dongdian Testing Service Co., Ltd.                Report No.: DDT-RE25111708-1F01

TRF No.: RT-4-F-007                                                                  Ver.1.0Page 37 of 43 

devices. It can be used to connect serial port debugging tools, industrial 

control equipment, data acquisition terminals, etc.

[E.Info.SCM-1.PhysicalExternalInterface.Type]:

RS232 interface

[E.Info.GEC-5.IntFunc]:

Supports point-to-point serial data transmission, device configuration and 

debugging, as well as short-distance communication between peripheral 

devices. It can be used to connect serial port debugging tools, industrial 

control equipment, data acquisition terminals, etc.

Assignment of 

verdict:

Pass

Identifier

[GEC-5]-07

[E.Info.GEC-5.PhysicalExternalInterface]:

AUDIO

Decision node Decision

[E.Info.DT.GEC-5]

Justification

[E.Just.DT.GEC-5]

[DT.GEC-5.DN-1] Yes

(√)

No [E.Info.GEC-5.PhysicalExternalInterface.Purpose]:

Supports analog audio input/output for connecting headphones, 

speakers, microphones and other audio peripherals.

[E.Info.SCM-1.PhysicalExternalInterface.Type]:

3.5mm interface

[E.Info.GEC-5.IntFunc]:

Supports analog audio input/output for connecting headphones, 

speakers, microphones and other audio peripherals.

Assignment of 

verdict:

Pass

Identifier

[GEC-5]-08

[E.Info.GEC-5.PhysicalExternalInterface]:

REMOTE

Decision node Decision

[E.Info.DT.GEC-5]

Justification

[E.Just.DT.GEC-5]

[DT.GEC-5.DN-1] Yes

(√)

No [E.Info.GEC-5.PhysicalExternalInterface.Purpose]:

Supports remote control signal transmission and reception for device 

operation control via remote controllers or external control systems.

[E.Info.SCM-1.PhysicalExternalInterface.Type]:

3.5mm interface

[E.Info.GEC-5.IntFunc]:

Supports remote control signal transmission and reception for device 

operation control via remote controllers or external control systems.

Assignment of 

verdict:

Pass

Identifier

[GEC-5]-09

[E.Info.GEC-5.PhysicalExternalInterface]:

SERVICE

Decision node Decision

[E.Info.DT.GEC-5]

Justification

[E.Just.DT.GEC-5]
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[DT.GEC-5.DN-1] Yes

(√)

No [E.Info.GEC-5.PhysicalExternalInterface.Purpose]:

Reserved for device maintenance, debugging and firmware upgrading, 

and only used by professional technicians.

[E.Info.SCM-1.PhysicalExternalInterface.Type]:

Type-C interface

[E.Info.GEC-5.IntFunc]:

Reserved for device maintenance, debugging and firmware upgrading, 

and only used by professional technicians.

Assignment of 

verdict:

Pass

Identifier

[GEC-5]-10

[E.Info.GEC-5.PhysicalExternalInterface]:

OPTICAL

Decision node Decision

[E.Info.DT.GEC-5]

Justification

[E.Just.DT.GEC-5]

[DT.GEC-5.DN-1] Yes

(√)

No [E.Info.GEC-5.PhysicalExternalInterface.Purpose]:

Supports lossless digital audio signal output for connecting amplifiers, 

soundbars and other audio devices.

[E.Info.SCM-1.PhysicalExternalInterface.Type]:

Type-C interface

[E.Info.GEC-5.IntFunc]:

Supports lossless digital audio signal output for connecting amplifiers, 

soundbars and other audio devices.

Assignment of 

verdict:

Pass

Identifier

[GEC-5]-11

[E.Info.GEC-5.PhysicalExternalInterface]:

Remote Control Receiver Window

Decision node Decision

[E.Info.DT.GEC-5]

Justification

[E.Just.DT.GEC-5]

[DT.GEC-5.DN-1] Yes

(√)

No [E.Info.GEC-5.PhysicalExternalInterface.Purpose]:

Used for receiving remote control signals.

[E.Info.SCM-1.PhysicalExternalInterface.Type]:

Windows

[E.Info.GEC-5.IntFunc]:

Used for receiving remote control signals.

Assignment of 

verdict:

Pass

Identifier

[GEC-5]-12

[E.Info.GEC-5.PhysicalExternalInterface]:

LAN

Decision node Decision

[E.Info.DT.GEC-5]

Justification

[E.Just.DT.GEC-5]

[DT.GEC-5.DN-1] Yes

(√)

No [E.Info.GEC-5.PhysicalExternalInterface.Purpose]:

Supports wired local area network high-speed data transmission, device 

network parameter configuration and remote maintenance management, 
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as well as stable data interaction between the device and various 

networked terminal devices. It can be used to connect network switches, 

routers, networked control hosts, remote debugging terminals and other 

network equipment.

[E.Info.SCM-1.PhysicalExternalInterface.Type]:

RJ45 interface

[E.Info.GEC-5.IntFunc]:

Supports wired local area network high-speed data transmission, device 

network parameter configuration and remote maintenance management, 

as well as stable data interaction between the device and various 

networked terminal devices. It can be used to connect network switches, 

routers, networked control hosts, remote debugging terminals and other 

network equipment.

Assignment of 

verdict:

Pass

3.10.6 [GEC-6] Input validation

Identifier

[GEC-6]-01

[E.Info.GEC-6.ExternalInterface]:

RS232 Port

Decision node Decision

[E.Info.DT.GEC-6]

Justification

[E.Just.DT.GEC-6]

[DT.GEC-6.DN-2] Yes

(√)

No [E.Info.GEC - 6.ExternalInterface.Validation]:

Data received through the RS232 port is validated by ensuring successful 

serial link establishment, baud rate and parameter handshakes, and 

verification of frame format correctness based on RS232 communication 

frame descriptors. The system processes only data that conforms to 

required serial frame structural and protocol specifications, ensuring data 

integrity and semantic validity before further handling.

[E.Info.GEC - 6.ExternalInterface.Capabilities]:

The RS232 port operates using the standard RS232 serial communication 

protocol and supports point-to-point data interaction with external serial 

peripherals through standard serial communication APIs. It accepts serial 

data frames in compliance with RS232 electrical and framing 

specifications, following the universal asynchronous serial communication 

(UART) standards for data transmission and reception.

Assignment of 

verdict:

Pass

Identifier

[GEC-6]-02

[E.Info.GEC-6.ExternalInterface]:

USB Port

Decision node Decision

[E.Info.DT.GEC-6]

Justification

[E.Just.DT.GEC-6]

[DT.GEC-6.DN-2] Yes

(√)

No [E.Info.GEC - 6.ExternalInterface.Validation]:

Validates the legitimacy of USB devices and checks the integrity of input 

data and the consistency of the file system.
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[E.Info.GEC - 6.ExternalInterface.Capabilities]:

Supports standard USB protocols, accepts input of files, audio and data 

streams, and is compatible with a variety of data types and file formats 

(e.g., the FAT32 file system).

Assignment of 

verdict:

Pass

Identifier

[GEC-6]-03

[E.Info.GEC-6.ExternalInterface]: 

Bluetooth BR/EDR/LE 5.2

Decision node Decision

[E.Info.DT.GEC-6]

Justification

[E.Just.DT.GEC-6]

[DT.GEC-6.DN-2] Yes

(√)

No [E.Info.GEC - 6.ExternalInterface.Validation]:

Validates the legitimacy of Bluetooth pairing requests and verifies the 

correctness of data packet formats and commands.

[E.Info.GEC - 6.ExternalInterface.Capabilities]:

Supports Bluetooth protocols (e.g., A2DP, AVRCP, HFP), with input data 

types including audio data and control commands.

Assignment of 

verdict:

Pass

Identifier

[GEC-6]-04

[E.Info.GEC-6.ExternalInterface]: 

Wi-Fi

Decision node Decision

[E.Info.DT.GEC-6]

Justification

[E.Just.DT.GEC-6]

[DT.GEC-6.DN-2] Yes

(√)

No [E.Info.GEC-6.ExternalInterface.Validation]:

Wi-Fi is a wireless local area network protocol that focuses on "wireless 

data transmission interactions between devices (clients and access 

points)". The protocol itself provides built-in security mechanisms like 

WPA2/WPA3 for transmission encryption and identity authentication, but 

data content verification and illegal input filtering need to be implemented 

by upper-layer protocols (such as HTTPS, TCP) or applications on their 

own.

[E.Info.GEC-6.ExternalInterface.Capabilities]:

Wi-Fi is a wireless local area network protocol that focuses on "wireless 

data transmission interactions between devices (clients and access 

points)". It provides security capabilities through mechanisms like 

WPA2/WPA3 for transmission encryption and identity authentication. For 

data content verification and illegal input filtering, it relies entirely on 

upper-layer protocols (such as HTTPS, TCP) or applications, with no 

additional extensions within the Wi-Fi protocol itself.

Assignment of 

verdict:

Pass

Identifier

[GEC-6]-05

[E.Info.GEC-6.ExternalInterface]: 

Ethernet

Decision node Decision Justification
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[E.Info.DT.GEC-6] [E.Just.DT.GEC-6]

[DT.GEC-6.DN-2] Yes

(√)

No [E.Info.GEC-6.ExternalInterface.Validation]:

Ethernet frames shall comply with the IEEE 802.3 standard and contain 

valid destination/source MAC addresses, length and checksum fields. 

IPv4/IPv6 packets shall include valid header fields (e.g., version, 

checksum, TTL). The port numbers in TCP/UDP datagrams shall fall 

within the range of 0 to 65535.

[E.Info.GEC-6.ExternalInterface.Capabilities]:

Supports Cat5/Cat6 network cables, adopts protocols including Ethernet, 

IP, TCP/UDP and HTTP, and transmits data such as MAC addresses, IP 

packets and TCP datagrams.

Assignment of 

verdict:

Pass

Identifier

[GEC-6]-06

[E.Info.GEC-6.ExternalInterface]: 

HDMI

Decision node Decision

[E.Info.DT.GEC-6]

Justification

[E.Just.DT.GEC-6]

[DT.GEC-6.DN-2] Yes

(√)

No [E.Info.GEC-6.ExternalInterface.Validation]:

Checks the correctness of audio stream formats and prevents system 

exceptions caused by format errors.

[E.Info.GEC-6.ExternalInterface.Capabilities]:

Supports standard HDMI protocols, primarily accepts audio data input, 

and adopts specific data stream formats (e.g., PCM, Dolby).

Assignment of 

verdict:

Pass

Identifier

[GEC-6]-07

[E.Info.GEC-6.ExternalInterface]: 

AUDIO

Decision node Decision

[E.Info.DT.GEC-6]

Justification

[E.Just.DT.GEC-6]

[DT.GEC-6.DN-2] Yes

(√)

No [E.Info.GEC-6.ExternalInterface.Validation]:

Verifies that the physical electrical characteristics (impedance, level) are 

within the normal range.

[E.Info.GEC-6.ExternalInterface.Capabilities]:

Receives analog audio signals with no complex data protocols.

Assignment of 

verdict:

Pass

Identifier

[GEC-6]-08

[E.Info.GEC-6.ExternalInterface]: 

Power Port

Decision node Decision

[E.Info.DT.GEC-6]

Justification

[E.Just.DT.GEC-6]

[DT.GEC-6.DN-2] Yes

(√)

No [E.Info.GEC-6.ExternalInterface.Validation]:

Checks whether the voltage and current are within the safe range to 

prevent device damage caused by abnormal input.
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[E.Info.GEC-6.ExternalInterface.Capabilities]:

Receives power input, with the protocol standard generally complying with 

fixed voltage/current specifications and no complex data transmission 

involved.

Assignment of 

verdict:

Pass

3.11 [CRY] Cryptography

3.11.1 [CRY-1] Best practice cryptography

Identifier

[CRY-1]-01

[E.Info.CRY-1.Assets]:

1. Communication Encryption Algorithm:

TLS_AES_128_GCM_SHA256

TLS_AES_256_GCM_SHA384

TLS_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_ECDSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_ECDSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_RSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_RSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_RSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_RSA_WITH_AES_128_CBC_SHA

TLS_ECDHE_RSA_WITH_AES_256_CBC_SHA

TLS_RSA_WITH_AES_128_GCM_SHA256

TLS_RSA_WITH_AES_256_GCM_SHA384

TLS_RSA_WITH_AES_128_CBC_SHA

TLS_RSA_WITH_AES_256_CBC_SHA

2. Bluetooth Encryption Algorithm: AES-CCM-128

3. The firmware package is digitally signed using a certificate-based SHA-256 with RSA2048 

algorithm.

Decision node Decision

[E.Info.DT.CRY-1]

Justification

[E.Just.DT.CRY-1]

[DT.CRY-1.DN-1] Yes

(√)

No [E.Info.CRY-1.Assets.Cryptography]:

We can check the best practices for cipher suites through this website: 

https://ciphersuite.info/

The supported TLS cipher suites include:

TLS 1.3:

TLS_AES_128_GCM_SHA256

TLS_AES_256_GCM_SHA384

TLS_CHACHA20_POLY1305_SHA256

TLS_ECDHE_ECDSA_WITH_AES_128_GCM_SHA256

TLS_ECDHE_ECDSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_ECDSA_WITH_CHACHA20_POLY1305_SHA256

TLS_ECDHE_RSA_WITH_AES_128_GCM_SHA256
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TLS_ECDHE_RSA_WITH_AES_256_GCM_SHA384

TLS_ECDHE_RSA_WITH_CHACHA20_POLY1305_SHA256

All the above cipher suites use ECDHE (Elliptic Curve Diffie-Hellman 

Ephemeral) key exchange and provide forward secrecy. Even if the long-

term private key is compromised, previously captured communication data 

cannot be decrypted.

These cipher suites comply with modern TLS security standards and are 

currently recommended encryption configurations for secure 

communications.

Bluetooth Encryption Algorithm:

Bluetooth 4.2 and above mandate the use of AES-128-based encryption, 

which aligns with Bluetooth SIG–defined security requirements and 

current industry best practices.

[E.Info.CRY-1.Assets.Deviation]:

TLS_ECDHE_RSA_WITH_AES_128_CBC_SHA

TLS_ECDHE_RSA_WITH_AES_256_CBC_SHA

TLS_RSA_WITH_AES_128_GCM_SHA256

TLS_RSA_WITH_AES_256_GCM_SHA384

TLS_RSA_WITH_AES_128_CBC_SHA

TLS_RSA_WITH_AES_256_CBC_SHA

Firmware Package Encryption Algorithm: RSA-2048, RSA-2048 is no 

longer considered a best practice in 2026.

For the purpose of compatibility with communications of other products or 

services, the adopted encryption algorithm suite is not based on best 

practices (but rather prioritizes compatibility).

Assignment of 

verdict:

N/A

- - END OF TEST REPORT- -
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